B-02 Ball Valves

Ball Valves

BF, BFH, BG, BH, BO, BP, BR, BRC,
BV, BK and BU Series
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Important Information about Ball Valves

© FITOK ball valves are designed to be used in fully open or fully closed position.

© Packing adjustment may be required during the service life of the valve (except for BF, BFH and BU series).
© For better quality maintenance, FITOK ball valves should be kept in fully open position in warehouse.

© Valves that have not been actuated for a period of time may have a higher initial actuation torque.
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B-04 Ball Valves

Trunnion Ball Valves
BF and BFH Series

Features

© Working pressure up to: 10,000 psig (690 bar)

© Working temperature: 0°F to 450°F (-18°C to 232°C)
© Orifice size: 0.19" (4.8 mm)

© Fixed ball with double sealing

© Trunnion-style ball to prevent ball blowout
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© Automatic compensation of seat sealing
© Low operating torque

© Blowout proof stem

© Handle as indicator of flow direction

© Positive handle stop

© Handle color options available

© Pneumatic and electric actuator available
© Panel mountable

© Leak-tight performance testing with nitrogen or compressed air
for every valve at the rated pressure (not higher than 6000 psig)
to meet the requirement of no visible leak

© Compact maximum-flow design
© 2- or 3-way flow patterns

© Spring-load seats to provide leak tight integrity in both low-and
high-pressure systems and reduce seat wear from pressure surges

© The inlet of 3-way valve can be any port

© Low-temperature service option available

© BF series 3-way ball valves for "fast fill" CNG filling station application available
© BF series ball valves with ECE R110 type approval available

Pressure vs. Temperature
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Ball Valves B-05

BFH Series
316 SS Body Pressure Rating@100°F (38°C)
-18 38 93 149 204 232 :
Material End Connection Presssl;re(ll)k:;t)lng,
10000 690 psig
FNS2, FNS4
9000 \ 621 FL4, ML6 10000 (690)
8000 552 ML10 8400 (578)
}?\“ 316 SS
= FL6/MLS8 7500 (516)
7000 - 482
5 \% - FL8 6700 (461) @ @
‘2 6000 44 3 s 2
E v ML12 6800 (470) 58
> = D
% 5000 344 ? Note: Maximum working pressure of BFH Series ball valves is 10,000 psig. £ n—’_
= 4000 \ 275 o The specified pressure rating is restricted by end connections.
3000 \\ 207
2000 \ 138
1000 \\ 69
0 0
0 100 200 300 400 450

Temperature (°F)

Standard Materials of Construction

BF Series
.
12 Valve Body Material
3 316 SS Alloy 400
4 Item Component 2-way | 3-way | 2-way | 3-way
Material Grade/ASTM Specification
10 G 1| Handle Nylon with SS insert
2 | Panel Nut 316 SS/A479
3| Body F316 SSIA182 Alloy 400/B164
4 | End Connection 316 SSIA479 Alloy 400/B164
5| Seat Retainer Backup Ring Reinforced PTFE
6 | Seat Retainer O-ring Fluorocarbon FKM
7 | Seat Retainer Guide 316 SSIA479 Alloy 400/B164
8 | End Connection Seal Silver-plated 316L/A269
9| Trunnion O-ring F/uo;_c;(cna/’rbon . Fluo;%\.:-;,rbon .
10 | Trunnion Backup Ring Reinforced | | Reinforced | = ___
11 | Trunnion Bearing — PEEK — PEEK
12 | Ball 316 S5/A479 |5218001A479|  Alloy 400/B164
13 | Seat Spring Alloy X-750/AMS 5542
14 | Seat Retainer 316 SSIA479 ‘ Alloy 400/B164
15 | Seat PTFE or PEEK or PCTFE
16 | Stem 316 SS/IA479 ‘ Alloy 400/B164
17 | Stem Washer PEEK
18 | Stem O-ring Fluorocarbon FKM | Fluorocarbon FKM
19 | Secondary Stem Backup Ring —— |PTFE/D1710| —— |PTFE/D1710
20 | Primary Stem Backup Ring — PEEK — PEEK
Notes: Wetted components are listed in italics. 21| Stop Pin SS
1. Ball trunnions are PTFE coated for BF series 2-way valves. 22 | Set Screw Zinc-plated carbon steel
2. For other ma.teri.als, please contact FITOK Group or our Lubricants Fluorinated-based
authorized distributors.
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B-06 Ball Valves

BFH Series

2-way 3-way

Item Component Material Grade/ASTM
Specification
1 Handle Nylon with SS insert
2 Panel Nut 316 SS/A479
3 Body 316 SSIA479
4 End Connection 316 SSIA479
:?U ,i_," 5 Seat Retainer Backup Ring Reinforced PTFE
‘% g 6 Seat Retainer O-ring Fluorocarbon FKM
§ § 7 Seat Retainer Guide 316 SS/IA479
8 End Connection Seal Silver-plated 316L/A269
9 Plug 316 SSIA479
10 Ball 521800/A479
11 Seat Spring Alloy X-750/AMS 5542
12 Seat Retainer 316 SSIA479
13 Seat PEEK
14 Stem 316 SSIA479
15 Stem Washer PEEK
16 Stem O-ring Fluorocarbon FKM
17 Secondary Stem Backup Ring PTFE/D1710
18 Primary Stem Backup Ring PEEK
19 Stop Pin SS
20 Set Screw Zinc-plated carbon steel
Lubricants Fluorinated-based

Notes: Wetted components are listed in italics.

1. Ball trunnions are PTFE coated for BFH series ball valves.

2. For other materials, please contact FITOK Group or our authorized
distributors.

Dimensions
2-way Valves

BF Series BFH Series
2.59 (65.8) 2.59 (65.8)
1.57 (40.0) 1.57 (40.0)
Il - Il o
0.38(9.7) \ e 0.38 (9.7) |
29/32 (23.0) - Max, Panel 29/32 (23.0) - Thotknoss

Thickness

Panel Hole Drill Panel Hole Drill

0.50 (12.7)
1.87(47.6)
0.50 (12.7)
1.87(47.6)
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Ball Valves B-07

Basic Ordering Number Connection Type and Size Orifice Dimensions, in. (mm)
in. (mm) Cv
BF Series BFH Series Connection 1/2 ’ A B
BFJJ-FNS2 BFH[J-FNS2-P 1/8 Female NPT 1.2 2.94 (74.7) | 1.47 37.3)
BFLICI-FNS4 1/4 Female NPT 1.0
emale .
—_— BFH[[J-FNS4-P 3.93 (99.8) | 1.97 (50.0)
BFIJ-FNS8 _— 1/2 Female NPT 1.2 | 4.25(108.0) | 2.13 (54.1)
BFOICI-FL4 BFHJ-FL4-P 1/4" FITOK 019 1.6 | 4.14 (105.2) | 2.07 (52.6)
BFI-FL6 BFH[J-FL6-P 3/8" FITOK (4.8) 1.4 | 439 (111.5) | 2.19 (55.6)
BFJJ-FL8 BFH[J-FL8-P 1/2" FITOK 1.0 | 4.60 (116.8) | 2.30 (58.4)
BFOO-ML6 BFH-ML6-P 6 mm FITOK 1.6 | 4.14 (105.2) 2,07 (52.6)
BFOJO-ML8 BFHOJO-ML8-P 8 mm FITOK 1.5 | 4.15(105.4) | '
BFOJO-ML10 BFHJ-ML10-P 10 mm FITOK 1.3 | 4.41(112.0) | 2.20 (55.9)
BF-ML12 BFH[J-ML12-P 12 mm FITOK 1.0 | 4.60 (116.8) | 2.30 (58.4)
3-way Valves
2.59 (65.8)
1.57 (40.0)
0.38(9.7) NI
2032 (23.0) - LA
Panel Hole Drill o| X
r N o
S| <
FEITEK
1
2 & |
) ity 1 gy T g
g —_ < = - a \1
- 8% 2 F Ve 2 i’y 2
3 |
e : ' 3
A Ports 2 and 3 open Off Ports 1 and 3 open
Basic Ordering Number Connection Type and Size Orifice Dimensions, in. (mm)
in. (mm) Cv
BF Series BFH Series Connection 1/2 | Connection 3 A B
BFJJ-FNS2-3 BFH[J-FNS2-P-3 1/8 Female NPT 294 (747 1.47 37.3
BF[J[J-FNS4-3 e 1A F le NPT 94 (74.7)| 1.47 (37.3)
emale
E— BFH[[J-FNS4-P-3 3.93 (99.8)| 1.97 (50.0)
BFOI[I-FL4-3 BFHO[J-FL4-P-3 1/4" FITOK 4.14 (105.2)| 2.07 (52.6)
BFJ[J-FL6-3 BFH[J-FL6-P-3 3/8" FITOK 0.19 4.39 (111.5)| 2.19 (55.6)
1/4 Female NPT 0.75
BFLICJ-FL8-3 BFHLJ[J-FL8-P-3 12" FITOK (4.8) 4.60 (116.8)| 2.30 (58.4)
BFOO-ML6-3 BFHJ-ML6-P-3 6 mm FITOK 4.14 (105.2) 2,07 (52.6)
BFJJ-ML8-3 BFHOIOJ-ML8-P-3 8 mm FITOK 4.15 (105.4)| ’
BFJ[J-ML10-3 BFH[J-ML10-P-3 10 mm FITOK 4.41 (112.0)| 2.20 (55.9)
BFOI[I-ML12-3 BFH[J-ML12-P-3 12 mm FITOK 4.60 (116.8)| 2.30 (58.4)

1. FITOK means FITOK double ferrule tube fittings.

2. Sizes and types listed are standard. Other sizes and types are available upon request, please contact FITOK Group or our authorized distributors.
3. Dimensions are shown with tube fitting nuts finger-tightened. All dimensions are for reference only and are subject to change.

For dimensions not shown above, please contact FITOK Group or our authorized distributors.
4. Bottom port of all 3-way valves is 1/4 in. female NPT.
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B-08 Ball Valves

Special Application Ball Valves

Low-Temperature Service

BF and BFH series ball valves for low-temperature service, with a temperature rating of -40°F to 200°F (-40°C to 93°C),
are available.
Low-temperature service valves have low-temperature NBR O-rings. All other materials are the same as those of standard valves.
To order a valve for low-temperature service, add -LT into the valve ordering number.
For example: BFSS-FL4-P-LT
BFSS-FL4-P-3-LT
Seal kit for field replacement is available, see "Seal Kits" on Page B-09.

Low-Temperature Service BF Series Pressure vs. Temperature

316 SS Body Alloy 400 Body
Temperature (°C) Temperature (°C)
-40  -18 10 38 65 93 40 -18 10 38 65 93
&
6000 S | 414 6000 414
< PEEK
5 5000 \C\(\ 344 . S 5000 344 =
o 4000 275 % o 4000 -~ 275 5
2 2 2 2
$ 3000 207 & & 3000 207 &
a a a a
2000 STFE 138 2000 5TEE 138
1000 — 69 1000 — 69
0 0 0 0
-40 0 50 100 150 200 -40 0 50 100 150 200
Temperature (°F) Temperature (°F)
Low-Temperature Service BFH Series Pressure "Fast Fill" CNG Filling Station Application
vs. Temperature BF series 3-way valves for use in "fast-fill" CNG filling station
as well as a variety of filling station applications are available.
316 SS Body
Features
Temperature (°C) © A directional installation with 90 degree actuation for ease
40 18 10 38 65 93 of operation during filling
10000 690 © 3-way design with vent port for ease of venting after fill
o . . L
PEEK seats to reduce maintenance required in high-cycle
9000 Q% 621 © o q gh-cy
\%, applications
K . .
8000 \” 552 © Cycle life test report available upon request
\ 282 © Field repairable with seal kit, see "Seal Kits" on Page B-09
7000 \ To order, the flow pattern designator should be specified as
-g_‘? 6000 414 _f§ "3DL" in the valve ordering number.
;_: E Example: BFSS-FNS4-P-3DL (The material and pressure vs.
5 5000 344 3 .
2 2 temperature curve are the same with those of BF
& 4000 275 & series standard valves. )
3000 207 BFSS-FNS4-P-3DL-LT (The material and pressure vs.
temperature curve are the same with those of BF
2000 138 series low-temperature service valves. )
Fill Vent
1000 69
0 0
-40 0 50 100 150 200
Temperature (°F) T Vent port " 2
Vent port — p 22 .
Note: The maximum working pressure for BFH series o J A . "
low-temperature service ball valves is the same as that W gy
of standard ball valves. Inlet . Inlet

FITDI( Fill port Fill port



Ball Valves B-09

CNG/NGV Application

BF series ball valves with ECE R110 manual valve type approval available.

Classification: Class 0

Temperature rating: -40°F to 248°F (-40°C to 120°C)

Pressure rating: 3770 psig (260 bar)

CNG/NGV application valves have low-temperature FKM O-rings and PEEK seats. All other materials are the same as those of

standard valves.
To order a valve for CNG/NGV application, add -R110 into the valve ordering number.
For example: BFSS-FL4-P-R110
BFSS-FL4-P-3-R110
Seal kit for field replacement is available, see "Seal Kits" on Page B-09.

Seal Kits
. Basic Seal
Valve | Flow Special . d
Series |pattern Application K';\Ig:r“js;Lng Content
/ BFSS-2-0 Seat retainer backup ring, seat retainer O-ring, seat retainer guide, end
2-way Is_g'y\\lli-;c:mperature BFSS-2-J-LT connection seal, trunnion O-ring, trunnion backup ring, ball, seat spring,
. seat retainer, seat, stem, stem washer, stem O-ring, instructions.
CNG/NGV application|BFSS-2-P-R110
/ BFSS-3-0J
BF
Is_g'y\\l/i-;c:mperature BFSS-3-00-LT Seat retainer backup ring, seat retainer O-ring, seat retainer guide, end
3-wa BFSS-3DLP connection seal,trunnion bearing, ball, seat spring, seat retainer, seat,
V| Fast Fill" CNG filling el stem, stem washer, stem O-ring, secondary stem backup ring, primary stem
station application BFSS-3DL-P-LT | backup ring, instructions.
CNG/NGV application |BFSS-3-P-R110
/ BFHSS-2-P
2-way Low-temperature Seat retainer backup ring, seat retainer O-ring, seat retainer guide, end
BFH service BFHSS-2-P-LT connection seal, ball, seat spring, seat retainer, seat, stem, stem washer,
/ BEHSS-3-P stem O-ring, secondary stem backup ring, primary stem backup ring,
3-way Low-temperature instructions.
service BFHSS-3-P-LT

_ 1. Seal kit components are the same materials and grades listed in materials of construction.

Seat Material | Designator 2. To order seal kits for BF series standard and low-temperature service ball valves, select
PTFE T a seat designator from the table at left and add to the basic seal kit ordering number.
PCTFE K Example: BFSS-2-T
PEEK P BFSS-2-P-LT

3. The listed basic seal kit ordering numbers specify 316 stainless steel material.
To order kits with other materials, such as Alloy 400 material, replace "SS" with "M" in the ordering number.
Example: BFM-2-T

Locking Device

© Lock BF series 2-way or 3-way valves, locking hole diameter is 0.21 in (5.2 mm).

© To order a ball valve with locking device, add -L to the valve ordering number.
Example: BFSS-ML6-L/BFSS-ML6-3-L

Ball Valve without Handle

© Ball Valve without handle can be directly connected to the FITOK actuator assembly.

© To order, please add -AM to the valve ordering number.
Example: BFSS-FL4-P-AM

FITOK



Ordering Number Description

BFSS - FNS4 - ML12 - P - L - RXHQ3 - SCEF2

IT

i

: Body Connection 1 Connection 1 || Connection | Connection || Seat || Locking || For | : . _.. | Cleaning and
Series| - terial Type Size 2 Type 2 Size Material [| Device [| Handle/Actuator| pqy,oo, | Flow Pattern Special Application Packaging
BF |[SS|[3165S ||FNS|Female NPT || 2 |1/8" Same as Connection 1| |BF Series No E'aa;(';l?ylon None 2-Way None FC-01
BFH || M |Alloy 400 [NS |Male NPT 4 |1/4" Specified in the same PTFE L| Yes Red Nylon ||H Ef;f{‘gwftacL 3 [3-Way NACE F2|FC-02
3 way as connection 1 I Handle inductive 3Way s MRO0175
" type and size - .
FRT |Female BSPT || 6 or 6 mm P K|PCTFE GR Green Nylon . Limit Switch . "Fast Fill" ggg%Nert®
RT |Male BSPT 172" P [PEEK Handle Q |30lenoid St |{sulfinert®)
8 Valve !
or 8 mm j |Blue Nylon - Coating
erp | Female BFH Series Handle Mechanical
BSPP (for RP)|{10 |10 mm Without Limit Switch ce |CE tEicatt
" Male P|PEEK AM | ondie HQ 22|denoid Certification
BSPP (for RG)|| 12 |12 mm Valve Low-
90° Normally - LT temperature
Female Closed Pneu- Inductive Service
Metric C | matic Actua Limit Switch
FMS -
z;hresg M) tor NQ|and R110 (ECE R110
or R&- Solenoid
i Valve
MS %/Iharléeaglletrlc 90° Normally v
(for RG-M) o Open Pneu-
matic Actua-
FL Fractional tor
Tube Fitting
- D 90° Double Acting
ML Eﬂti?ﬂc Tube Pneumatic Actuator
ittin
9 180° Left End
LX|Normally Open
Note: "Ordering Number Description" is a reference to understand the combination Pneumatic Actuator
rules of FITOK product part number. Not all combinations are available. o
180° Right End
1. Cleaning and Packaging: RX Normally_Open
FC-01: Standard cleaning and packaging for general industrial procedures. Pneumatic Actuator
FC-02: Special cleaning and packaging for wetted system components to ensure DX 180° Double Acting
compliance with product cleanliness requirement of ASTM G93 Level C. Pneumatic Actuator
2. For more information about pneumatically actuated ball valves, please refer to the ]
catalog Actuated Ball Valves. E [90° Electric Actuator
3. SilcoNert® 2000 (Sulfinert®) Coating: Except for ball valves with PEEK seat, wetted
metal components SilcoNert® 2000 (Sulfinert®) coated. EX|180° Electric Actuator

vl

. CE certification is available. For more information, please contact FITOK group or our authorized distributors.
. Certifications do not include attachments to the valve, such as actuators or a different handle mechanism.

SOAleA [led OL-d



Ball Valves B-11

3-Piece Ball Valves
BG Series

Features

© Working pressure up to: 1000 psig (69.0 bar)
© Working temperature: -20°F to 450°F (-28°C to 232°C)
© End connections:
1/8 to 1 thread
1/8" to 1" pipe butt or socket weld
1/4" to 1" and 6 mm to 25 mm tube butt or socket weld
1/4" to 1" and 6 mm to 25 mm tube fitting
© Orifice sizes: 0.19" (4.8 mm) to 1" (25 mm)
© Blowout proof stem

Plug Valves

(%]
(]
=
s
T
m

© Bidirectional flow

© Leak-tight performance testing with nitrogen or compressed
air for every valve at the rated pressure to meet the requirement
of no visible leak

Pressure vs. Temperature

Temperature (°C)

-28-18 38 93 149 204 260
1100 75.8
1000 \ 69.0
900 62.0
800 55.1
700 48.2
2 \‘fx 3
& 600 S M4 2
v v
5 5
2 500 344 7
4 ¢
a &
400 27.5
300 20.6
200 13.7
100 6.8
0 0
200 100 200 300 400 500

Temperature (°F)

Note: The temperature and pressure rating are based on valves of standard materials.

FITOK



B-12 Ball Valves

Standard Materials of Construction

Valve Body Material
) Item | Component CF8M/ CF8/
A351 A351
1 | Stem Nut SS
2 | Gasket SS
3 Handle 304 SS/A240 (with vinyl sleeve)
o 4 Gland 316 SS/A479 or 304 SS/A479
& & 5 | Stem Packing PTFE/D1710
55
52 6 |Stem 316 SSIA479 or 304 SSIA479
7 | Stem Bearing PTFE/D1710
8 Body CF8MIA351 CF8/A351
9 | Body Bolt SS
10 | Ball 316 SSIA479 or 304 SSIA479
11 | Support Ring 316 SSIA240 or 304 SSIA240
12 Flange Seal PTFE/D1710
13 Seat PTFE/D1710
14 |End Connection CF8MIA351 CF8/A351
15 | Gasket SS
16 Nut SS
Lubricants Silicone-based and PTFE-based

Note: Wetted components are listed in italics.
For other materials, please contact FITOK Group or our authorized
distributors.

Dimensions
X |
l
>
T W -
FITOK ) ON &~
1 o 3 ©O) FITOK
— OFF
,#,J o
A

1 2 | @ z
On Off
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Ball Valves B-13

Basic Connection Type and Size Orifice Dimensions, in. (mm)
Ordering in. (mm) Cv
Number Connection 1 Connection 2 . A B W X Y
BG O [J-FNS2-05 1/8 Female NPT | 1/8 Female NPT
BG[I-FRP2-05 1/8 Female BSPP | 1/8 Female BSPP (;015) (;60(?;)
1/4xSCH80 1/4xSCH80
BGLL-PBA-05  Ipipe Butt Weld | Pipe Butt Weld 0.19 .
(4.8) ’
BGJ[J-FL4-05 1/4" FITOK 1/4" FITOK 0.63 2.69 1.46
BGJ[J-ML6-05 6 mm FITOK 6 mm FITOK (2'662) (;'33‘11) (16.0) (68.3) (37.0)
BGJ[J-ML8-05 8 mm FITOK 8 mm FITOK
BG[J-FNS4-07 1/4 Female NPT | 1/4 Female NPT 2.05 1.03
(52.1) (26.0)
BGOI-FRP4-07 1/4 Female BSPP | 1/4 Female BSPP 0.28
3.8
7.1
BGJI-FL6-07 3/8" FITOK 3/8" FITOK .1 263 1.31
BGOO-ML10-07 |10 mm FITOK 10 mm FITOK (66.8) (33.4)
BGI-FL8-11 1/2" FITOK 1/2" FITOK
0.42 4.04 2.02
BGOIO-ML12-11 |12 mm FITOK 12 mm FITOK (10.6) 7.5 (103.0) | (51.3)
BGOIO-ML14-11 |14 mm FITOK |14 mm FITOK ((2)'39?5’) é';?)
BGOI[J-FNS6-13 3/8 Female NPT |3/8 Female NPT
BGLIO-FRP6-13  |3/8 Female BSPP |3/8 Female BSPP (2'553) (;'222)
BG[I[I-PS6-13 3/8 PS 3/8 PS 0.50
. 11.3
I — 1/2xSCH80 1/2xSCH80 (12.7) 2.96 1.48 3.94
Pipe Butt Weld |Pipe Butt Weld (75.3) (37.7) (100.0)
BGI[J-FL10-13 5/8" FITOK 5/8" FITOK 4.04 2.02
BGI[I-ML16-13 16 mm FITOK 16 mm FITOK (103.0 (513)
BG[[J-FNS8-15 1/2 Female NPT | 1/2 Female NPT
BGO[I-FRP8-15 1/2 Female BSPP | 1/2 Female BSPP
BG[I[J-PS8-15 1/2 PS 1/2 PS
2.74 1.37
} _ 22x3 mm 22x3 mm 69.5 34.8
BGLILI-MTB22-15 Tube Butt Weld |Tube Butt Weld ¢ ) ( )
2.26
BGO[-TS12-15 3/4" TS 3/4" TS (?fg) 13.0 (;'708) (57.5)
18 mm 18 mm
BGLL-MTS18-15 Tube Socket Weld| Tube Socket Weld
BGII-FL12-15 3/4" FITOK 3/4" FITOK 4.04 2.02
BGOO-ML18-15 |18 mm FITOK |18 mm FITOK (103.0) | (51.3)
BG[I[-FNS12-20 |3/4 Female NPT |3/4 Female NPT
0.79 3.15 1.57
@0 | 00 | 00 | @0 | @io) | (515 | @19
BG O -FRP12-20 3/4 Female BSPP |3/4 Female BSPP ’ ’ ’

FITOK



B-14 Ball Valves

Basic Connection Type and Size Orifice Dimensions, in. (mm)
Ordering i (G Cv
Number Connection 1 Connection 2 : A B w X Y

3/4xSCH80 3/4xSCH80

BGLILI-PB12-20 Pipe Butt Weld Pipe Butt Weld

BGLI[-PS12-20 3/4 PS 3/4 PS

3.15 1.57

BGO-TS16-20 1" TS 1" TS (80.0) | (40.0)
25x3.5 mm 25x3.5 mm

BGLL-MTB25-20 | The Butt Weld Tube Butt Weld 079 |00 1.34 518 | 2.66
25 mm 25 mm (20.0) | > (34.0) | (131.5) | (67.5)

BGLIL-MT525-20 Tube Socket Weld Tube Socket Weld

BGLI[I-FL16-20 1" FITOK 1" FITOK

5.12 2.56

BGO-ML22-20 22 mm FITOK 22 mm FITOK (130.0) (65.0)

BGOO-ML25-20 25 mm FITOK 25 mm FITOK

BG[I[I-FNS16-25 1 Female NPT 1 Female NPT

BG[J[I-FRP16-25 1 Female BSPP 1 Female BSPP 0.98 650 3.54 177 157 5.95 3.08

BGOCLPS16.25 1ps 1pS (25.0) : (90.0) (45.0) (40.0) (151.2) (78.2)
1xSCH80 1xSCH80

BGLIL}-PB16-25 Pipe Butt Weld Pipe Butt Weld

1. FITOK means FITOK double ferrule tube fittings, TS means fractional tube socket weld, MTS means metric tube socket weld, TB means fractional tube
butt weld, MTB means metric tube butt weld, PS means pipe socket weld, and PB means pipe butt weld.

2. Butt welding ends are manually welded. For connections with orbital welding, please contact FITOK Group or our authorized distributors.

. Sizes and types listed are standard. Other sizes and types are available upon request, please contact FITOK Group or our authorized distributors.

4. Dimensions are shown with tube fitting nuts finger-tightened. All dimensions are for reference only and are subject to change. For dimensions not
shown above, please contact FITOK Group or our authorized distributors.

w

Seal Kits
Valve Basic Seal Kit
Orifice | Ordering Number Content
05/07 T-BG-2-RK
113 T-BG-4-RK Seat, flange seal, lower packing,
15 T-BG-6-RK upper packing, instructions
20 T-BG-12-RK
Seat, flange seal, stem bearing,
25 T-BG-16-RK packing support, lower packing,
upper packing, instructions

Locking Device

© Lock BG series valves, locking hole diameters of:
valves with orifice 05 or 07 are 0.185 in (4.7 mm);
valves with orifice 11, 13, 15, or 20 are 0.22 in (5.7 mm);
valves with orifice 25 are 0.19 in (4.8 mm)

© To order a ball valve with locking device, add -L to
the valve ordering number.

Example: BGSS-FRT8-15-L Diagram of Ball Valves with Diagram of Ball Valves with
Locking Device and Orifice Locking Device and Orifice
05, 07, 11, 13, 15, or 20 25



Ordering Number Description

BGSS - FNS8 - ML18 - 15 - L - SF2

—— ] | L=

q Body - | |Connection 2|Connection 2| | - || Locking | |  Special Cleaning and
Series| \1-terial Connection 1 Type Connection 1 Size Type Size Orifice Size Device Application | Packaging
| BG | SS | CF8M FNS | Female NPT 2|1/8" Same as Connection 1| [05/0.19" (4.8 mm) No None FC-01

s4 | cF8 NS | Male NPT 4| 174" or 1/4xSCH80 | [ specified in the same | [07/028" .1mm) | [y [yes | [§|NACE F2| FC-02
way as connection 1 type
FRT | Female BSPT 5|5/16" and size 11| 0.42" (10.6 mm) SilcoNert®
2000
RT | Male BSPT 6(3/8" or 6 mm 13{0.50" (12.7 mm) el (Sulfinert’
oating

Female BSPP 1/2" or 8 mm "
FRP | (for RP) 8 or 172x5CH80 15]0.55" (14.0 mm)
BP | (Aale BSPP 10{5/8" or 10 mm 20(0.79" (20 mm)

; 3/4" or 12 mm 25/0.98" (25 mm)

Fms | female Metrc | | 12| or /axsCHigo
MS Male Metric 14 |14 mmorM14x 1.5

Thread (for RG-M)

- 16 1" or 16 mm

MTS %i}(réi Tube or 1"xSCH80
Ts | Fractional Tube 18|18 mm

Socket 20| 1 /4" or 20 mm
mTB| Metric Tube Butt or M20 x 1.5

Weld 22 22 mm or 22x3 mm
TB Fraction?l Tube or M22x1.5

:_“tt \SNekd - 24|112" or M24x 1.5
PS V\I;;?d ocke 25 | 25 mm or 25x3.5 mm Note: "Ordering Number Description" is a reference to understand the combination rules of

Rk ’ FITOK product part number. Not all combinations are available.

PB | Pipe Butt Weld

Fractional Tube
FL Fitting 1.Standard thread pitch for metric threads are as follows:

Metric Tube M10 and below: 1 mm
ML | Fitting M12 to M24: 1.5 mm

Rotatable Standard thread pitch should be omitted in the ordering number, others should be specified.
UFB | Fractional 2. If you need a port with orbital welding, please contact FITOK Group.

Tube Butt Weld 3. For oxygen-enriched environment or hazardous media service, contact FITOK Group

. or our authorized distributors.
UMB 'lFSE)%t?SEI’?c VMv%tlgc 4. Cleaning and Packaging:
FC-01: Standard cleaning and packaging for general industrial procedures.

Nut + Gasket + FC-02: Special cleaning and packaging for wetted system components to ensure compliance

UPB nl%epliu'ged with product cleaning requirement of ASTM G93 Level C.

5. SilcoNert® 2000 (Sulfinert®) Coating: Wetted metal components SilcoNert® 2000 (Sulfinert®) coated.

Gl-9 SoAjeA |led



B-16 Ball Valves

3-Piece Ball Valves
BH Series

Features

© Working pressure up to: 3000 psig (207 bar)

© Working temperature: -20°F to 450°F (-28°C to 232°C)

© End connections:
1/8 to 2 thread
1/8" to 2" pipe butt or socket weld
1/4" to 2" and 6 mm to 50 mm tube butt or socket weld
1/4" to 2" and 6 mm to 38 mm tube fitting

© 3-piece precision cast body construction

© Orifize sizes: 0.19"(4.8 mm) to 1.5" (38.1 mm)

© Blowout proof stem

© Pneumatic and electric actuator available

© Bidirectional flow for 2-way valves

© Bottom port as inlet for 3-way valves

© Leak-tight performance testing with nitrogen or compressed
air for every valve at the rated pressure to meet the
requirement of no visible leak
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Pressure vs. Temperature

2-way Valves

Orifice Size: 0.19", 0.28", 0.41", 0.52" & 0.88" Orifice Size: 1.13", 1.25" & 1.50"
Temperature (°C) Temperature (°C)
-28-18 38 93 149 204 260 -28-18 38 93 149 204 260
3300 227 1650 114
3000 207 1500 103
2700 186 1350 = 93.1
2500 \ 2
2400 165 1200 « 82.8
S 2100 144 o S 1050 '9; 72.4
% \ @ 2 2
S N g S 3
= 1800 %z, 124 = 900 ~ 62.1
o PTFE \\\ * g o S
2 1500 2 103 3 2 750 s 51.7
¢ AN ¢ o \| 2
a 1200 ‘Y. 828 o a 600 << 414
(Q \ P
[od <
900 ‘Xo“ 62.1 450 S 31.1
<,
600 \\“ 414 300 \ 20.7
300 \\ 20.7 150 10.3
0 0 0 0
20 0 100 200 300 400 500 20 0 100 200 300 400 500
Temperature (°F) Temperature (°F)
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Ball Valves B-17

3-way Valves

Temperature (°C)

-28-18 38 93 149 204 260

1100 75.9

1000 69.0

900 62.1

2| \z
800 o 55.2
NEIAY
5 700 \,% \ 83 o
wv V.
S 600 3, mna S
o \ < g
2 500 \% 344 3 g 3
i \«; ¢ 22
pu -\ — © O
< 400 = 276 = s>
\ T3S

300 \ 20.7 na i

200 13.8

100 6.9

0 0
20 0 100 200 300 400 500

Temperature (°F)

Note: The temperature and pressure rating are based on valves of standard materials.

Standard Materials of Construction

_l
Item Component Material Grade/ASME Specification
1 Body CF8M/IA351 ‘ CF8/A351
2 Seat PTFE or Reinforced PTFE or PEEK
3 Ball 316 SSIA479
a4 Coned-disc Spring Strain-hardened 316 S5/A240
5 Stem Bearing PEEK
6 | Lower Packing Reinforced PTFE
7 Upper Packing Reinforced PTFE
8 Body Bolt Gr. B8BM/A193
9 Stem Spring Strain-hardened 316 SS/A240
10 Stem 316 SS/IA479
1 Stem Spring Strain-hardened 316 SS/A240
| 12 Stem Nut Gr. 8M/A194
13 | Handle Sleeve Vinyl
14 Handle 304 SS/A240
15 Stop Plate 304 SS/A240
16 Stem Nut Gr. 8M/A194
17 | Grounding Spring 302 SS/A313
18 | Gland PTFE-coated 316 SS/A479
19 | Packing Support PEEK
20 Flange Seal PTFE/ID1710
21 Support Ring 316 SSIA240
22 End Connection CF8M/IA351 CF8/A351
23 Body Nut Gr.8M/A194
Lubricants Silicone-based and PTTE-based

Note: Wetted components are listed in italics.
For other materials, please contact FITOK Group or our authorized distributors.

FITOK
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B-18 Ball Valves

Dimensions

2-way Valves

FITOK

3-way Valves

[T]
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Ball Valves B-19

Basic Ordering Number Connection Type and Size ir? r(i:‘:]crcrel) Cv Dimensions, in. (mm)
2-way 3-way Connection 1 | Connection 2/3 V\fa-y w3:—;y wza-y w3::;y A | B|C|D|E]|H

BHOO-FL4-05 | BHOO-FL4-05-3 |1/4" FITOK 1/4" FITOK
BHOC-ML6-05 | BHOIC-ML6-05-3 |6 mm FITOK |6 mm FITOK &'18% "2 (53;'01;) (41165.?1) (2'53.?)
BHOO-ML8-05 |BHOO-ML8-05-3 |8 mm FITOK 8 mm FITOK 019 25 068 | 166|237
BHOO-T$4-05 — 14" TS 14" Ts (4.8) 216|108 (17.3)(42.2)(60.2)
BHOIO-MTS6-05 T '?'unk;gnSocket Weld '?'ungg]Socket Weld — |2 Gaa@ra T
BHOIL-PB4-05 — Pibe Butt Weld | Pipe Butt Weld (528)(25.9
BHOO-FNS2-07 | BHOO-FNS2-07-3 |1/8 Female NPT | 1/8 Female NPT
BHOO-FRT2-07 |BHOO-FRT2-07-3 |1/8 Female BSPT | 1/8 Female BSPT
BHOO-FRP2-07 |BHOO-FRP2-07-3 |1/8 Female BSPP | 1/8 Female BSPP 216 1.08 3.12
BHOO-FNS4-07 | BHOO-FNS4-07-3 (1/4 Female NPT | 1/4 Female NPT 028 (54.9)(27.4) (79.2)
BHOI-FRT4-07 |BHOO-FRT4-07-3 |1/4 Female BSPT | 1/4 Female BSPT 7.1 e
BHOO-FRP4-07 |BHOO-FRP4-07-3 |1/4 Female BSPP | 1/4 Female BSPP ?7218) 3.8 ((1)763) (1'262) (263_;)
BHOO-FL6-07 |BHOC-FL6-07-3  |3/8" FITOK 3/8" FITOK (3-01;) (lb??;) .
BHOC-ML10-07 | BHOIC-ML10-07-3 |10 mm FITOK | 10 mm FITOK (233-122) (1;5_2) (1)
BHOC-TS6-07 . 3/8" TS 3/8" TS éig) (12%)
e R L 2ot
BHOO-FL8-10 | BHOIO-FL8-10-3  |1/2" FITOK 1/2" FITOK (?&ﬂ) 35 | 404l 2.02 248
BHOIO-ML12-10 | BHOC-ML12-10-3 |12 mm FITOK | 12 mm FITOK (?él) ?;57) 75 | 25 |(103)51.3) (gf_g) (?93_3) (‘:-152) (114)
BHOIO-TS8-10 — 12" T$ 12" Ts — — (gg g) géi‘)‘ —
BHOO-FNS6-13 | BHO-FNS6-13-3 |3/8 Female NPT | 3/8 Female NPT
BHOO-FRT6-13 | BHOI-FRT6-13-3 |3/8 Female BSPT | 3/8 Female BSPT
BHOO-FRP6-13 | BHOIO-FRP6-13-3 [3/8 Female BSPP | 3/8 Female BSPP 570! 1.35
BHOC-FNS8-13 | BHOIC-FNS8-13-3 |1/2 Female NPT | 1/2 Female NPT 120 (68.6)(34.3) (ﬁ-g;
BHOO-FRT8-13 |BHOO-FRT8-13-3 |1/2 Female BSPT | 1/2 Female BSPT (?35?) 5.0
BHOI-FRP8-13 | BHOIO-FRPS-13-3 |1/2 Female BSPP | 1/2 Female BSPP
BHOO-FL12-13 |BHOO-FL12-13-3  [3/4" FITOK 3/4" FITOK (?'35_% (g'zég) (?93.;) 8'152)7
BHOO-ML16-13 | BHOO-ML16-13-3 |16 mm FITOK |16 mm FITOK g-g;‘) (?10_;) (ﬁ-ﬁ)
BHOO-ML18-13 |BHOIO-ML18-13-3 |18 mm FITOK | 18 mm FITOK 136
BHOO-TS12-13 — 3/4" TS 3/4" TS 270! 134 -
BHOO-PS8-13 — 12 PS 12 PS 15.0 (68.6) (39)
BHLI-PB8-13 Bt weld | Pipe Butt weld 6.8 269|134
BHOIC-PB12-13 — BBl weld | Pipe Butt weld 36| (0836
BHOI-FNS12-22| BHLIC-FNS12-22-3(3/4 Female NPT | 3/4 Female NPT | oo | o 259! 18 | 1.25| 298| 6.00| 5.45
SHLILLFRT12.22 | BHLILLFRT12.22.3 [3/4 Female BSPT | 3/4 Female gspT | 222)|(180) 31.0 1 120 |91 5)(45.7)(31.8) (74.7) (152)| (138)

FITOK



B-20 Ball Valves

Basic Ordering Number Connection Type and Size if\).?rﬂ:ﬁ) Cv Dimensions, in. (mm)

2-way 3-way Connection 1 | Connection 2/3 wza-y w3:-;y wze;y V\:l,’a-y A|B|C|D|E | H
BHOIO-FRP12-22 |BHOO-FRP12-22-3 | 3/4 Female BSPP | 3/4 Female BSPP 31.0 250 | 18
BHOO-FNS16-22 | BHOC-FNS16-22-3 | 1 Female NPT | 1 Female NPT (91.2)/45.7) 4
BHOC-FRT16-22 |BHOO-FRT16-22-3 | 1 Female BSPT |1 Female BSPT 38.0 ats | 223 (138)
BHOO-FRP16-22 | BHOO-FRP16-22-3 | 1 Female BSPP | 1 Female BSPP o1 (113)|(56.6)
BHOO-FL16-22 |BHOO-FL16-22-3 | 1" FITOK 1" FITOK (89 e (51'32) %é%i); o
BHOO-FL20-22 |BHOIC-FL20-22-3 |1 1/4* FITOK |1 1/4" FITOK (61‘-63?) ég_;) o1
BHOO-ML25-22 |BHOCO-ML25-22-3 | 25 mm FITOK | 25 mm FITOK (gfg) 40.0 (51-32) %é%? (;-12_;) éf_;‘) (";g’) (150)
BHOO-ML28-22 |BHOJ-ML28-22-3 | 28 mm FITOK | 28 mm FITOK g-gé‘) %%%;
BHOD-TS16-22 — 1" Ts 1" Ts (3'152) (1'58_3) I
BHLIL-MT525-22 o 'Zrak;re]zns]ocket Weld'zrat;]ans]ocket Weld 38.0
BHOO-PS12-22 - 3/4 PS 3/4 PS 360 (3-153) (411 ﬁ%
BHOIO-PS16-22 — 1PS 1Ps — | a0 —
BHOIO-PB16-22 — |1>ixpseC Bost Weld I1’ixpsec Bost Weld 40.0 (gfg) (11137.3) (;'12.2)
BHOIO-T520-29 — 11/4" TS 11/4" TS 113 80.0 3'133) (_f,';.g) 153 | 203 | 9.14
womrmn | |y | bE i
BHOIC-FNS20-32 | BHOO-FNS20-32-3 | 1 1/4 Female NPT| 1 1/4 Female NPT 087 00 .
BHOIC-FNS24-32 | BHOICI-FNS24-32-3 | 1 1/2 Female NPT| 1 1/2 Female NPT 22.0) 180 (‘:'fg) é;g) (74)
BHOICI-TS24-32 — 112" TS 112" T5 378 1008 153 | 203 | 0.1 I
BHOIC-P520-32 — 11/4 Ps 11/4 ps 90.0 Gmler) (38.9) (102) |(232)
BHOIO-PS24-32 — 1172 PS 1172 Ps B s B w57 | 228 o
e L T o |imes
BHOO-FNS32-38| BHOO-FNS32-38-3 | 2 Female NPT | 2 Female NPT 0.98 791

(25.0) 23.0 (183)

BHOO-FRT32-38 |BHOO-FRT32-38-3 | 2 Female BSPT 2 Female BSPT 494 | 247
BHOIC-TS32-38 — 2" Ts 2" Ts G 130.0 (125) (62.5) | (%;;)7
BHOIO-P$32-38 — 2Ps 2Ps — - -
e I T s

1. FITOK means FITOK double ferrule tube fittings, TS means fractional tube socket weld, MTS means metric tube socket weld, TB means fractional
tube butt weld, MTB means metric tube butt weld, PS means pipe socket weld, and PB means pipe butt weld.
2. Sizes and types listed are standard. Other sizes and types are available upon request, please contact FITOK Group or our authorized distributors.

3. Dimensions are shown with tube fitting nuts finger-tightened. All dimensions are for reference only and are subject to change. For dimensions

not shown above, please contact FITOK Group or our authorized distributors.
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Ball Valves B-21

Ball Valves for Special Applications

Fire safe applications

AP1 607 and 1SO 15848-1 certified.

Patented stem packing design and seat design.

Working temperature: -40°F to 400°F (-40°C to 204°C).

Working pressure up to: 1500 psig (103 bar).

Orifice size: 0.19" (4.8 mm) to 1.25" (31.8 mm).

Helium leak rate/stem diameter <1.78x10° std cm’/s.

To order a fire safe valve, add -IE to the valve ordering number.
For example: BHSS-FL16-22-IE

To order a FDA-compliant fire safe valve, add -FDA-IE to the valve ordering number.
For example: BHSS-FL16-22-FDA-IE

Plug Valves

)
9]
=
s
)
m

Structure Features

Live-loaded disc spring
Elastic compensation effect Anti-static device
Grounding spring to provide

Graphite stem packing
anti-static protection

Maintain good sealing

performance under fire Special bolt construction
conditions Maintain body seal during rapid
PTFE stem packing temperature changes resulting from
Maintain good sealing fire exposure and water quenching
performance under
normal conditions T
Metal seal design PTFE seat
Reduce the risk of leakage under Maintain good sealing
flre. condltlgns by red;:cmghthfz | perforrlnanc;:.lfnder Vented ball
act:cve gapd e}':weenllt esp ferlca normal conditions Allow pressure to equalize between
surface and the sealing surtace Graphite flange seal the valve body and the upstream
PTFE flange seal Maintain good sealing port, preventing overpressurization
Maintain good sealing perfor- performance under and potential seal blowout under
mance under normal conditions fire conditions fire conditions
Pressure vs. Temperature Standard Materials of Construction
e e |
-40 -18 37 93 149 204 260
1800 124 C t Material/
omponen ASME Specification
1500 103 - p
PTFE Seat Disc Spring Alloy X-750/AMS 5542
B 1200 828 =T Flange Seal Graphite
s 900 621 @ Stem Packing Graphite
2 \ 2 Packing Support 316 S5/A479
[
& 60 M4 & Stem Lower Bearing | 316 SS/A479
300 207 Stem Upper Bearing PEEK
~ Body Bolt SS
0 0 . T
0 o 100 200 300 400 500 Notes: Wetted components are listed in italics.

Other components not listed are in the same

Temperature (°F) ) ;
material as components of general service ball valves.

For other materials, please contact FITOK Group or
our authorized distributors.

FITOK



B-22 Ball Valves

Seal Kits
Valve Flow Basic Seal Kit
Orifice | Pattern | Ordering Number Content
2-way
05/07 BHSS-[04-RK
3-way
2-way
10/13 BHSS-[J8-RK
3-way - Seat, coned-disc spring,
stem bearing, lower
22 il BHSS-C116-RK packing, upper packing,
3-way stem spring, gland,
packing support, flange
2-way seal, instructions
29/32 BHSS-[124-RK
3-way
2-way
38 BHSS-[132-RK
3-way
Seat Material Designator
PTFE
Reinforced PTFE R
PEEK P

1. Seal kit components are the same materials and grades listed in materials
of construction.

2. The default seat material in the seal kit for BH series valves is PTFE. To
order seats with other materials, add a seat material designator to "0O0"
in the basic seal kit ordering number to get a complete ordering number.
Example: BHSS-8-RK
BHSS-P8-RK
3. The listed basic seal kit ordering numbers specify CF8M material.
To order kits with other materials, such as CF8, replace "SS" with "S4" in

the ordering number.
Example: BHS4-8-RK

Locking Device

© Lock BH series 2-way or 3-way valves, locking hole diameters
of the whole series of valves are 0.20 in (5.0 mm).

© To order a ball valve with locking device, add -L to the valve
ordering number.
Example: BHSS-FL16-22-L/BHSS-FL16-22-3L

Ball Valve without Handle

© Ball Valve without handle can be directly connected to the FITOK actuator assembly.

© To order, please add -AM to the valve ordering number.
Example: BHSS-FL4-PO5-AM

FITOK
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Ordering Number Description

BHS4 - FNS8 - FRT8 - FL8 - P13G - OHQ3L - SCEF2

_I_T —|_'

8. CE certification is available. For more information, please contact FITOK group or our authorized distributors

- Body | | Connection 1 Connection ||Connection|Connection| | Seat .| Packing || For Flow |Locking|| Special Cleaning and
Series Material Type 1 Size 2/3 Type | 2/3 Size Material Orifice Size Material Handle/Actuator Actuator | Pattern| Device Application Packaging
- —— 1 [ [T T -
" Same as 0.19" Reinforced Yellow Handle
BH|| 55 |cram] [N [remale NPT 2|18 Sameas e |los(019" | RS Yellow None No|| |None FC-01
1/4" or P Reinforced ; ;
S4 |cF8 NS |Male NPT 4 | 1/axschso| | Specified in the same R PTIFE 0.28" G|Graphite |[| [Red Handle ||, | Mechanical ||| Yes NACE F2|Fc.02
way as Connection 1 07 (7.1 mm) Sleeve Limit Switch S MRO0175
FRT |Female BSPT 5 |5/16" type and size P |PEEK - GR |Green Handle N Inductive
0.41 Sleeve Limit Switch SilcoNert®
RT I " 10
Male BSPT 6 Z@nnr?ror (10.4 mm) j |[Blue Handle Q Solenoid 51 |2000
FRp |Female BSPP 3/8xSCH80 13/0:52" Sleeve Valve (CSullz'_nerﬂ
(for RP) (13.1 mm) A Without ] oating
Male BSPP . £1;/2" or 0.88" Handle Mechanical CE
BP |(for RG) 1/r2T:<?CCI)-|r80 22 (2-22 \ 90° Normally||HQ Limit Switch CE| Certification
Female Metric < Mm ¢ |Closed Pneu- and Solenoid
FMS | Thread (for RG-M) | 11010 mm 29 1.13" matic Actua- Valve
Male Metric (286 mm) tor ) Straight|
MS [Thread for RGM) | | |34" or 25 90 Normally|| | Inductive _ d
Metric Tube 12 mm or 32| 4 . imit Switc ]
MTS|Socket 3/4xSCH80 (31.8 mm) (o] rcr)12$irc\ Zrc"?ttja- NQ|and solenoid||> "
Ts |Fractional Tube 14 mm or 1.50" tor Valve
Socket 14| \M14x 15 38 (38.1 mm) 5
MTB|Metric Tube 1" or 90 _Double
Butt Weld 16|16 mm or p [Acting Pne-
TB Fractional Tube 1xSCH80 umatic Act-
Butt Weld 1. Standard thread pitch f ic thread foll uator
Pipe Socket 18 . Standard thread pitch for metric threads are as follows: S
PS | Weld 1818 mm M10 and below: 1 mm X 11\1%0rm|—ae|1|c; E)npi .
PB [Pipe Butt Weld ;01/mmocr)r mg Zc:]gﬂ:s;lj ?rr:m Pneumatic Actuator
Fractional 20 | M20x1.5 L . . ) 180° Right End
FL  |Tibe Fitting or 1 1/dx Standard thread pitch should be omitted in the ordering ight En
Metric Tube SCH80 number, others should be specified. RX gormally_ OApen
ML Fitting 22[22mmor 2. If you need a port with orbital welding, please contact neumatic Actuator
Rotatable M22x1.5 FITOK Group. px|180° Double Acting
UFB |Fractional 11/2" or 3. FO means FITOK O-ring face seal fittings. Pneumatic Actuator
Tube Butt Weld 24 | M24x1.5 FR means FITOK metal gasket face seal fittings. . . Note: "Ordering Number Description" is a
Rotatable Metric g{:lj'_sgzx 4. For oxygen-enriched environment or E |90° Electric Actuator reference to understand the combination
UMB Tube Butt Weld hazardous media service, contact FITOK Group or our . ] rules of FITOK product part number. Not
T — 25|25 mm authorized distributors. EX|180° Electric Actuator all combinations are available.
. 5. Cleaning and Packaging:
s R‘,ﬁ,g“'ged 27 |M27 x 2 FC-01: Standard cleaning and packaging for general industrial procedures.
. 2828 FC-02: Special cleaning and packaging for wetted system components to ensure
FO |Male FO Fitting mm compliance with product cleanliness requirements of ASTM G93 Level C.
Male FR Fitti 32 2" or 6. For more information about pneumatic actuator ball valves, please refer to the catalog Actuated Ball Valves.
FR ale ftting 2x5CH80 7. SilcoNert® 2000 (Sulfinert®) Coating: Except for ball valves with PEEK seat, wetted metal components SilcoNert® 2000 (Sulfinert®) coated.

€¢-9 SoNeA |led



B-24 Ball Valves

One-Piece Instrumentation Ball Valves
BO Series

Features

© Working pressure up to: 3000 psig (207 bar)
© Working temperature: -65°F to 300°F (-54°C to 148°C)
© End connections:
1/4 to 1/2 thread
1/16" to 3/4" and 3 mm to 18 mm tube fitting
© 2-, 3+, 4-, 5-, 6- and 7-way models for on-off, switching
and crossover service available
© One-piece body and one-piece ball stem
© No dead space
© Top-loaded design to allow adjustment with the valve in-line
© Thermal cycle performance improved and wear
compensated by live-loaded design
© Any reasonable connections available
© Pneumatic and electric actuator available
© Handle color options available
© Full operating pressure at any port
© Leak-tight performance testing with nitrogen or compressed air for
every valve at the rated pressure to meet the requirement of no visible leak
© The inlet can be any port except for valves with vent ports
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Notes:

1. To prevent seat leakage, packing adjustment may be required periodically during the service life of the valve.

2. A higher initial actuation torque may happen to the valves that have not been actuated for a period of time.

3. Before installation, instrumentation ball valves exposed to dynamic temperature conditions may lose their
initial packing load. Stem packing adjustment should be required.

Standard Materials of Construction

FITOK



Valve Body Material

Ball Valves B-25

Item | Component 316 SS | Brass | Alloy 400
Material Grade/ASTM Specification
1 | Handle Nylon or Aluminium
2 |Set Screw Zinc-plated carbon steel
3 | Packing Bolt 316 SS/A479 Brass C36000/B16 Alloy 400/B164

Brass C36000/B16

316 SS/A479

4 | Panel Nut 316 SS/A479
5 | Disc Spring S$17700/A693
6 |Gland 316 SS/A479 316 SS/A479 Alloy 400/B164
Packing Seat PTFE/D1710 or UHMWPEID4020 or PFAID3307
Support Ring
316 SSIA479 316 SS/A479 Alloy 400/B164
Support Disc
10 | Ball Stem 316 SSIA479 Brass C36000/B16 Alloy 400/B164
11 | Body 316 SSIA182 Brass C37700/B283 Alloy 400/B164
Wetted Lubricant Fluorinated-based and silicone-based

Non-wetted Lubricant

Molybdenum disulfide with hydrocarbon binder coat

Note: Wetted components are listed in italics.
For other materials, please contact FITOK Group or our authorized distributors.

On-Off (2-way) Valves

Standard Flow Path

Straight Pattern

Angle Pattern

On

FITOK

Plug Valves
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B-26 Ball Valves

Pressure vs. Temperature
Straight Pattern and Angle Pattern

PTFE Packing Seat

Temperature (°C)

-28 -18 38 93 148
3500 241
3000 L 207
2500 B1 172
) =
& 2000 138 3
[ [
5 1500 £l 103 S
g g
£ 1000 ~~ 69 £
500 —— 34
0 0
20 0 100 200 300

Temperature (°F)

PFA, UHMWPE Packing Seat
The working temperature of UHMWPE packing seat should not be higher than 150°F (65°C).

Temperature (°C)
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Dimensions
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A1: Straight Pattern Valves (orifice 0.19")

B1: Straight Pattern Valves (orifice 0.05"& 0.06"& 0.09" &
0.13"& 0.28"& 0.41")
Angle Pattern Valves (orifice 0.05"& 0.06"& 0.09"& 0.13"
&0.19")

C1: Angle Pattern Valves (orifice 0.28" & 0.41")

A2: Straight Pattern Valves (orifice 0.19")

B2: Straight Pattern Valves (orifice 0.05"& 0.06"& 0.09"& 0.13"
&0.28"& 0.41")
Angle Pattern Valves (orifice 0.05"& 0.06"& 0.09" & 0.13"

&0.19")
C2: Angle Valves (orifice 0.28" & 0.41")

Angle Pattern
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Ball Valves B-27

o::esrlicng QeriEE e Orifice Cv Dimensions, in. (mm)
T i i )
Number UFREeEke in. (mm) Straight| Angle| A B C D E F G H
BODIO-FL1-00 116" FITOK ?1'035) 010 | — (1'26575) —
) 0.09 201 | 028 | 034 [ 097 | 025 | 143 | 1.10 | 1932
BOLILI-FL2-02 1/8" FITOK 2.4) 020 | 015 | iy 7.1) | 86) | 24.6) | 6.4) |(36.2) | (28) | (15.1)
0.13 2.21 1.07
BOOIOI-FL4-03 G.2) 060 | 035 | 5i) 27.)
1/4" FITOK - =
BODIC-FLA-05 0.19 1.40 090 1607|038 | 0.44 [ (297) | 019 | 164 | 157 | 25732
4.8) - 258 | 9.7) |(11.2) [129 | 4.8) |@41.7) | (39.9) | (19.8)
BOOIO-FL6-05 28 Firo 1.50 (65.5) (32.8)
BOLILLFLE.07 0.28 500 | 305 [056 [ 056 | 143 [ 035 [219 [ 205 [ 118
-FL6- 7.1) 6.00 V0 1775 [ (182) |(142) | 363) | (9) |(555) | (52) | (28.6)
L8 12" FITOK 1200 | 4.60
BODID-FL8-10 0.41 392 | 069 | 069 | 1.74 | 049 | 267 | 313 | 112
10.3 99.6) | (17.5) | (17.5) | 44.2) | (12.5) | (67.7) | (79.6) | (38.1
BOOIO-FL12-10 3/4" FITOK (10.3) 640 | 3g0 | 02 |(175) | (17.5) | (@4.2) | (12.5) | (67.7) | (796) | (38.1)
0.09 2.01 0.97
BOOI-ML3-02 3 mm FITOK (.4) 020 015 | &rol 0os | 038 | @46) | 05 | 143 | 110 | 1930
0.13 221 | (7.1) | (86) [107 | (6.4) |(36.2) | (28) | (15.1)
BOOIO-ML6-03 5.2) 060 | 035 | i) 27.2)
6 mm FITOK 239 117
BODC-ML6-05 0.19 140 0.90 (60.7) | 038 | 0.44 |(29.7)| 0.19 | 1.64 | 1.57 | 25/32
48 : _ 97) |(11.2) [ 1. 48) |(41.7) | (39.9) | (19.8
BOCOI-ML8-05 8 mm FITOK “8) 1.50 é;g) ©7) (;(fg) (48) | @1.7) (399 | (198)
0.28 307 | 056 | 0.56 | 143 | 035 | 219 | 2.05 | 118
BOLL-ML10-07 10 mm FITOK 7.1) 6.00 1200 | 780)|(142) |(142) | 363)| 9) |(55.5) | (52) | (28.6)
0.41 392 | 069 | 069 | 1.74 | 049 | 267 | 313 | 112
BOUL-ML12-10 12 mm FITOK (10.3) 1200 | 460 | 996) | (17.5) | (17.5) | (44.2) | (12.5) | (67.7) | (79.6) | (38.1)
0.13 163 | 028 | 034 081 | 025 | 143 | 1.10 | 19732
BOLIL-FN52-03 3.2) 050 | 030 | 14| 7.1)| 86) | 06)| 6.4 | 36.2)| 28 |(15.1)
1/8 Female NPT 2.00 1.00
-FNS2- 12 70 | 2 ;
BODICI-FNS2-05 0.19 0 0.70 | (50.8) 038 | 044 | (254)| 0.19 | 1.64 | 1.57 | 25/32
48 9.7) | (11.2 48) | 41.7) | (39.9) | (19.8
BOLIC-FNS4-05 “8) 090 | 075 é.zo_g) ©7) 1 (1.2) (;;50_3) (48) | (41.7)| (399 | (198)
1/4 Female NPT
BODIC-FN54-07 0.28 3.00 1.70 250 | 056 | 056 | 1.25 | 035 | 2.19 | 2.05 | 11/8
7.1 63.5) | (14.2) | (142) | 318)| 9) | (55.5) | (52) | (286
BOCII-FNS6-07 3/8 Female NPT 7.1 260 | 150 | ©D](142) | (142)1 G1.8) | (9) | (55| (52) | (286)
0.41 312 | 069 | 069 | 1.56 | 0.49 | 267 | 3.13 | 1112
BOLJL-FNS8-10 172 Female NPT (10.3) 630 | 330 | 792)| (17.5) | (17.5) | 39.6) | (12.5) | (67.7) | (79.6) | (38.1)
2.00 1.03
BODI-NS4-05 1/4 Male NPT oo 120 | 075 | ooy | o8 | oaa | @62 | 019 | 1ea | 157 | 250
9.7) | (11.2 (4.8) | 41.7) | 39.9) | (19.8
BOCICI-FRT4-05 1/4 Female BSPT (4.8) 0.90 é'zog) ©.7) | (1.2) @1.7)| (39.9) | (19.8)
0.28 250 | 056 | 056 035 | 219 | 205 | 118
BOCIO-FRT6-07 3/8 Female BSPT o1 260 | T | (35)|(142) |(142) | — | @) | G55 | 652 |86
0.41 312 | 069 | 0.69 049 | 267 | 313 | 112
BOOII-FRT8-10 1/2 Female BSPT (10.3) 6.30 (79.2) | (17.5) | (17.5) (12.5) | (67.7) | (79.6) | (38.1)
0.13 1.75 034 025 | 143 | 1.10 | 19732
BODI-FO4-03 e £ 3.2) 060 | 035 | 444 ®6) | 094 | 6.4) | 36.2) | (28) | (15.1)
BOLILI-FO4-05 ae 0.19 20 | o0 | 188 044 | (239)[ 019 | 164 | 1.57 | 2532
-FO4- 4.8) - 0 1 a78)| 038 | (11.2) @8) | 41.7) | (39.9) | (19.8)
0.13 (9.7) | 034 025 | 1.43 | 1.10 | 19/32
BOLILI-FR4-03 o Male R 3.2) 060 | 035 5,3 ©6) | 1.09 | 64) | 36.2)| 8 |(15.1)
0.19 (54.1) 044 | 27.7)| 019 | 164 | 1.57 | 25/32
BOLILI-FRA4-05 4.8) 240 | 0.90 11.2) 48) | 41.7)| 39.9) | (19.8)
0.28 2.88 0.56 035 | 219 | 205 | 118
BOLLI-FR8-07 2 Male FR 7.1) 6.00 (73.2) (14.2) © | G55 | (52) |(286)
0.41 3.12 0.69 049 | 267 | 313 | 112
BOLJLI-FR8-10 (10.3) 12.00 792)| (175 (12.5) | (67.7) | (79.6) | 38.1)
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B-28 Ball Valves

Switching (3-, 4-, 5-, 6- and 7-Way) Valves
Standard Flow Path

3-way Valves 4-way Valves
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3L Flow Path 4L Flow Path

This type of valve can connect one side port to the bottom This type of valve can connect one side port to the bottom

port or shut off 3 ports. Switch between 0°, 90° and 180° port, and shut off other 2 side ports at the same time. Switching
positions with 180° rotation handle. can be done in 120° increments with 360° rotation handle.
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Ports 1 and 3 open Off Ports 1 and 2 open Ports 1 and 2 open Ports 1 and 3 open Ports 1 and 4 open

5-way Valves

5L Flow Path
This type of valve can connect one side port to the bottom port,

and shut off other 3 side ports at the same time. Switching can be
done in 90° increments with 360° rotation handle.

1

Ports 1 and 2 open Ports 1 and 3 open Ports 1 and 4 open Ports 1 and 5 open
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Ball Valves B-29

7-way Valves

6-way Valves

Bl @

Plug Valves
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7L Flow Path

6L Flow Path

This type of valve can connect one side port to the
bottom port, and shut off other 4 side ports at the
same time. Switching can be done in 72° increments
with 360° rotation handle.

g 5 1 g 5

- *y d | ’ 4. 4
Ye¥ HFgr Pl > E'z*”” 3V132"‘7 ?H'TE:&Z"”
1

This type of valve can connect one side port to the bottom port,
and shut off other 5 side ports at the same time. Switching can be
done in 60° increments with 360° rotation handle.

1
! ! 1 1
Ports 1 and 2 open Ports 1 and 3 open Ports 1 and 4 open Ports 1 and 2 open Ports 1 and 3 open Ports 1 and 4 open
5 N 54 i o ath 6
AT.""“ 5§ i ORLE B
B3 B3 3 2
= - B
1 1
1
Ports 1 and 5 open Ports 1 and 6 open Ports 1 and 5 open Ports 1 and 6 open Ports 1 and 7 open
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B-30 Ball Valves

Pressure vs. Temperature

Switching Valves

PTFE Packing Seat

Temperature (°C)
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Temperature (°F)

PFA, UHMWPE Packing Seat
The working temperature of UHMWPE packing seat should not be higher than 150°F (65°C).

Temperature (°C)
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Dimensions
3-way Valves 4-and 5-way Valves 6-and 7-way Valves
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Ball Valves B-31

Basic Orifice Dimensions, in. (mm)
Ordering Connection Type and Size . Cv
Number in. (mm) A ‘ B ‘ C ‘ D ‘ E ‘ F ‘ H
3-way Valves
BOCI-FL1-00-3L 116" FITOK ?1'035) 0.08 (21'26% (268;)
,, 0.09 201 | 097 | 034 | 025 | 143 | 1.10 | 19/32
BOLILI-FL2-02-3L 178" FITOK 4 | O |11 | a6 | ©6) | 64 | 36.2)| @8 | (15.1)
0.13 221 | 1.07
BOMII-FL4-03-3L G2 | 935 | gl @r2)
1/4" FITOK
0.19 239 | 1.17 | 044 | 019 | 1.64 | 157 | 25/32
BOLILI-FLA-05-3L @8 | 9% 607 |9.7) | (11.2)| @8) | 41.7)| 39.9)| (19.8)
) 0.28 289 | 143 | 056 | 035 | 2.19 | 2.05 | 11/8
BOCIO-FL6-07-3L 3/8" FITOK on | 2% | 73| @es) | aaa| @ | 655| 62 | a6
FL8-10- 12" FITOK .
BOCIL-FL8-10-3L 041 | 40| 348 | 174 | 069 | 049 | 267 | 343 | 112
oL FL1210.3L 4" FITOK (103) [, o0 | @84 | @42 | (175 | 125 | 677 | (796 | G8.)
0.09 201 | 097
BOLID-ML3-02-3L 3 mm FITOK @4 | % | 1.1 @46 | 034 | 025 | 143 | 1.10 | 1932
, _ _ ©6) | 64) | 362)| (28) | (15.1)
BOOO-ML6-03-3L ?3123) 035 éGZ]) (;70;)
6 mm FITOK : 23‘9 ] 1'7
BOLID-MLE-05-3L 0.19 090 | (60.7) | (29.7) 044 | 019 | 1.64 | 1.57 | 25/32
48 11.2)| @48) | 41.7)| 39.9)| (19.8
BOCI-ML8-05-3L 8 mm FITOK A (2'242) (;'022) (112)] (48) | @41.7)) (399)] (198)
0.28 289 | 143 | 056 | 035 | 219 | 2.05 | 11/8
BOCIO-ML10-07-3L 10 mm FITOK o | 290 | G3alces | aan| @ | 659 62 | ese)
0.41 348 | 1.74 | 069 | 049 | 267 | 313 | 112
BOLIL-ML12-10-3L 12 mm FITOK (103) | 40 | (88.4)| (44.2) | (17.5) | (12.5) | (67.7)| (79.6)| (38.1)
0.13 163 | 081 | 034 | 025 | 143 | 1.10 | 1932
BOLILJ-FNS2-03-3L 1/8 Female NPT G2 | 939 | 419 o6 | 86 | 6.4 | 362)| 28 | (15.1)
0.19 206 | 1.03 | 044 | 019 | 1.64 | 157 | 25/32
BODILI-FNS4-05-3L @8 | %75 | 523)| 262) | (11.2) | 4.8) | @1.7)| 39.9)| (19.8)
1/4 Female NPT
BOLI-FNS4-07-3L 1.70
0.28 25 | 118 | 056 | 035 | 219 | 205 | 11/8
BOLI[I-FNS6-07-3L 3/8 Female NPT (7.1) 1.50 (63.5)| (30) | (14.2)| (9 | (55.5)| (52) | (28.6)
0.41 313 | 156 | 069 | 049 | 267 | 313 | 112
BOLJLJ-FNS8-10-3L 1/2 Female NPT (103) | 359 | (79.5)| 39.6) | (17.5) | (12.5) | (67.7) | (79.6) | (38.1)
0.19 206 | 1.03 | 044 | 019 | 164 | 157 | 25/32
BODILI-FRT4-05-3L 1/4 Female BSPT @8 | %75 | 523)| 262) | (11.2) | 48) | @1.7)| 39.9)| (19.8)
0.28 25 | 118 | 056 | 035 | 219 | 205 | 11/8
BOLILI-FRT6-07-3L 3/8 Female BSPT an | 0 | 635 30) | (142)| © | 55| G2) | 286)
0.41 313 | 156 | 069 | 049 | 267 | 3.13 | 112
BOLILI-FRT8-10-3L 1/2 Female BSPT (103) | 329 | (79.5)| 39.6) | (17.5) | (12.5) | (67.7)| (79.6) | (38.1)
4 - & 5-way Valves
BOLCI-FL2-01-4L
1/8" Female FITOK Tube Fitting 01-066 0.07 2;)5 ;-;g
BODJ-FL2-01-5L (1.6) 60) | B35) | 044 | 020 | 1.76 | 157 | 2932
BOLII-FNS2-01-4L 0.06 24*% oss | (112 | (52 | 446)| (39.9)| (23.1)
1/8 Female NPT (1' 6) 0.07 155 (2'2 1)
BODICI-FNS2-01-5L : 392 | *

BOLICI-FN58-10-4L 1/2 Female NPT 0.41 350 | 313 | 1.56 | 0.69 | 041 | 267 | 2.63 | 112
BOLILI-FNS8-10-5L (10.3) (79.5) | 39.6) | (17.5) | (10.5) | (70.2) | (66.7) | (38.1)
6 - & 7-way Valves

BOCIC-FL1-00-6L
1/16" Female FITOK Tube Fitting ?1'035) 0.05 fg; (;'33;
BOOIO-FL1-00-7L "] 044 | 028 | 1.76 | 157 | 29/32
BOOIO-FL2-01-6L 0.06 296 | 097 (11.2) | (7) | (44.6)| (39.9)| (23.1)
1/8" Female FITOK Tube Fitting ae | %7 | Grel can
BOOICI-FL2-01-7L ' : :

FITOK



B-32 Ball Valves

Crossover (4-, 6-Way) Valves
Standard Flow Path

4-way Valves 6-way Valves

Jw

c o

Q =

58

g3
4C Flow Path 6C Flow Path
This type of valve can connect two groups of adjacent This type of valve can connect three groups of adjacent ports at
ports at the same time. Switch between 0° and 90° the same time. Switch between 0° and 60° positions with 60°
positions with 90° rotation handle. rotation handle.

5
6
3 4 4 Fd A
# "
5 - -u_.__"-' 1
k - -
- a7 VA
2 1 2 1 3
2
Ports 1 and 2 open Ports 1 and 4 open Ports 1 and 2 open Ports 1 and 6 open
Ports 3 and 4 open Ports 2 and 3 open Ports 3 and 4 open Ports 2 and 3 open

Ports 5 and 6 open Ports 4 and 5 open

Pressure vs. Temperature
Crossover Valves

PTFE Packing Seat

Temperature (°C)
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5 5 A5: 4-way (orifice 0.06")
g 1000 S~ 69 §
a 500 C5 34 o B5: 4-way (orifice 0.41")
\\
0 0 C5: 6-way (orifice 0.05" & 0.06")
20 0 100 200 300

Temperature (°F)
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Ball Valves B-33

PFA, UHMWPE Packing Seat
The working temperature of UHMWPE packing seat should not be higher than 150°F (65°C).

Temperature (°C)
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0 0 C6: 6-way (orifice 0.05"& 0. 06")
-65 0 100 200 300
Temperature (°F)
Dimensions
4-way Valves 6-way Valves
F F ‘
© Max. Panel © Max. Panel
Panel Hole Thickness & | Panel Hole Thickness Q|
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Basic Orifice Dimensions, in. (mm)
Ordering Connection Type and Size : Cv
Number in. (mm) Al B | D|E| F|H
4-way Valve
. @ 0.05 1.95
BOO-FL1-00-4C 1/16" Female FITOK Tube Fitting (1.3) 0.06 (49.6)
" TR C) 2.61 0.44 0.19 | 1.64 | 1.57 | 25/32
BOOO-FL2-01-4C 1/8" Female FITOK Tube Fitting 0.06 008 663)| (112) | @8) | @1.7)| 39.9)| (19.8)
@ (1.6) ' 1.55
BODI-FNS2-01-4C 1/8 Female NPT (39.4)
@ 0.28 3.13 | 0.69 048 | 267 | 3.13 | 11/2
BO[I[J-FNS8-07-4C 1/2 Female NPT 7.1) 1.60 795) | 175) | (12.2)| 67.7)| (79.6) | 38.1)
6-way Valve
BOOII-FL1-00-6C 1/16" Female FITOK Tube Fittin 0.05 0.06 1.95
9 (13) | *7° (495 | 044 | 019 | 168 | 153 | 29732
11.2 4.8 42.7) | (38.9) | (23.1
BOLI-FL2-01-6C 1/8" Female FITOK Tube Fitting ?1'066) 0.08 (2[353) ¢ )| @8 ¢ R | ¢ )

Notes: Connection type for ball valves in 4L, 5L, 6L, 7L, 4C, 6C, 4H, 4HL, 4V, 5HL, 5H and 5LV flow path is female FITOK tube fitting, which can
not be used directly with standard FT and MT connections. Please contact FITOK Group or authorized distributors for use with standard
FT and MT connections.
® There might be an across-connection flow during switching. If it is not acceptable to you, please specify a spherical orifice of 0.049 in.
Example: BOSS-FL2-01-4C-049.
® There might be an across-connection flow during switching. If it is not acceptable to you, please specify a spherical orifice of 0.093 in.
Example: BOSS-FNS8-07-4C-093.

1. FITOK means FITOK double ferrule tube fittings.
2. Sizes and types listed are standard. Other sizes and types are available upon request, please contact FITOK Group or our authorized distributors.
3. Dimensions are shown with tube fitting nuts finger-tightened. All dimensions are for reference only and are subject to change.

For dimensions not shown above, please contact FITOK Group or our authorized distributors.



B-34 Ball Valves

Special Flow Path

3-way Valves 4-way Valves
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4H Flow Path
This type of valve can connect two opposite ports. Switch
between 0° and 90° positions with 90° rotation handle.

3HL Flow Path

This type of valve can connect one side port to the
bottom port, or connect two side ports to the bottom
port. Switching can be done in 90° increments with 180°
rotation handle.

- =
[

Ports 1 and 3 open Ports 2 and 4 open

Ports 1 and 3 open Ports 1, 2 and 3 open

-
x D

4HL Flow Path

This type of valve can connect three adjacent ports and shut off
other ports. Switching can be done in 90° increments with 360°
rotation handle.

T T >

1
Ports 1 and 2 open 1 - | : ] I I | |

._1 2

. . Ports 1,2 and 4 Ports 1,2 and 3 Ports 2, 3 and 4 Ports 1,3 and 4
Note: For Temperature VS. Pressure curves and dimensions open open open open

of 3-way valves, see Switching (3-way) Valves above.
For Temperature VS. Pressure curves and dimensions

of 4-way valves, see Crossover (4-way) Valves above. 4V Flow Path

This type of valve can connect two adjacent ports and shut off
other ports. Switching can be done in 90° increments with 360°

rotation handle.

FITOK

3 F] 4 3 r 4 4
-a-w-r'-' el =%
§ a [
1 2 1 2 1 2 1
Ports 1 and 2 Ports 2 and 3 Ports 3 and 4 Ports 1 and 4
open open open open



5-way Valves

Ball Valves B-35

5HL Flow Path

This type of valve can connect three side ports to the bottom
port, and shut off the fourth side port at the same time.
Switching can be done in 90° increments with 360° rotation
handle.

‘hﬂ’s

ey

i

1
Ports 1, 2, 4 and
5 open 4 open 5 open 5 open

Ports 1, 2, 3 and Ports 1, 2, 3and Ports 1, 3,4and

5LV Flow Path

This type of valve can connect two adjacent ports to the bottom port,
and shut off other two side ports at the same time. Switching can be

done in 90° increments with 360° rotation handle.
!ﬂf
4 Fla
3«—le
1 1

Ports 1,2 and 3 Ports 1,3 and 4 Ports 1,4and 5 Ports 1,2 and 5
open open open open
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Vent Port Options

Vented Valves

5H Flow Path

This type of valve can connect the bottom port to port 2
and port 4, or connect the bottom port to port 3 and port 5.

Switch between 0° and 90° positions with 90° rotation handle.

-

5w

2

N
W

1 1
Ports 1,2 and 4 Ports 1,3 and 5
open open

Note: For Temperature vs. Pressure curve and
dimensions of 5-way valves, see Switching
(5-way) Valves above.

The maximum working pressure for vented valves is 500 psig (34.4 bar).

Straight-pattern Valves

A vent hole in the side of the valve body makes the downstream port vent to atmosphere when the valve is closed.

Angle-pattern and 3-way Valves

A vent hole in the side of the valve body makes the bottom port vent to atmosphere when the valve is closed.

Welded Vent Port Connections

A FITOK tube fitting or a tube stub welded to the vent port is available for stainless steel vented valves.

Process Option

Valves with FOG process are available. FOG refers to FC-02 without lubrication.

To order a valve with FOG process, add -FOG suffix to the valve ordering number, for example: BOSS-FL4-05-FOG.
The pressure rating of valves with FOG process: 200 psig (13.8 bar) for orifice 10, 500 psig (34.4 bar) for other orifice.
The starting torque of valves with FOG process is greater than that of the lubricated valves.
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B-36 Ball Valves

Bottom Screw Panel Mounting Options

Mounting Dimensions
The bottom screw panel mounting options are not available on angle-pattern valves, 3-way valves, 6-way valves and 7-way valves.

2-way .
o N > |
— | /a/<
T Wﬁ IR \\\ \‘\ ﬂ Dimensions, in. (mm)
‘\ < : Orifice
Al =] in. (mm)
< N/ M L
. £
N N
— 0.05~0.13 0.63 M2.5 x 0.45
(1.3-3.2) (15.88) | deep 0.24" (6)
4-way 0.19 0.88 M3 x 0.5
(4.8) (22.23) | deep 0.24" (6)
2-way
0.28 1.25 M5 x 0.8
(7.1) (31.75) | deep 0.24" (6)
0.41 1.63 M5 x 0.8
(10.3) (41.28) | deep 0.24" (6)
0.05~0.06 1.25 M5 x 0.8
(1.3~1.6) (31.75) deep 0.24" (6)
4-way
0.28 2.00 M5 x 0.8
(7.1) (50.8) deep 0.24" (6)
0.05~0.06 1.25 M5 x 0.8
5-way (1.3~1.6) (31.75) | deep 0.24" (6)
5-way
0.41 2.00 M5 x 0.8
(10.3) (50.8) deep 0.24" (6)

Locking Device

©O Locking Device 1 can lock BO series valves with 90° or 180° rotation handle,
locking hole diameter is 0.21 in (5.2 mm);

© To order a ball valve with locking device 1, add -LH to the valve ordering number.
Example: BOSS-FL6-07-LH/BOSS-FL6-07-3L-LH

© Locking Device 2 can lock BO series valves with 90°,180°, or 360° rotation
handle, locking hole diameter is 0.34 in (8.7 mm);

© To order a ball valve with locking device 2, add -LK to the valve ordering number.

Diagram of Locking Diagram of Locking

Example: BOSS-ML6-05-LK/BOSS-ML6-05-5L-LK Device 1 Device 2

Ball Valve without Handle

© Ball Valve without handle can be directly connected to the FITOK actuator assembly.

© To order, please add - AM to the valve ordering number.
Example: BOSS-FL4-05- AM

FITOK
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Ordering Number Description

BOSS - ML6 - FL4 MLS8 - HO5 - DXHQ3L - BLH - FL4 - SF2

—
I T —|’ T TT
- Body |[| Connection Connection | | Connection | Connection | | Seat | Orifice | | For Flow || Panel |Locking ||Vent|| Special |Cleaning and
Series| Material 1 Type 1 Size 2to 7 Type | 2to 7 Size | | Material | Size Handle/Actuator | A cq,at0r Pattern [|Installation| Device ||Port || Application| Packaging
" Same as 0.05" Straight No vent
BO | |SS|316SS | [FNS [Female NPT 1[116 connection 1 | 00| % 1y E'laarc]glzlylon None Arallg port None
g . : A nale W
$4(3045S | |NS |Male NPT 2|1/8" | |Specified in the 0.06" Red Nylon H |Mechanical J FL2 |87 tube NACE
same way as 01| iomm [T [Fenal Limit Switch| 3 g S |MRO175
$1|321SS | | FRT |Female BSPT 3|3 mm | [connection 1 i N [Inductive | ——3-way FLa | /4" tube
emale type and size 02 0.09" GR | Green Nylon Limit Switch||3HL fitting SilcoNert®
. n 200
6L |316L ss| [RT |Male BSPT a4 (2.4 mm) Handle Q Solenoid aL FL6 f3_/8_ tube || g (sulfinert?)
0.13" Blue Nylon Valve P ting Coating
B |Brass NS _If_ﬁmalg Metric 6|3/8" or 03/32mm) ||! [Handlle Mechanical |[4C ML3 ?_tfpr%mbe
rea 6 mm Limit Switch| [, | It CE
Alloy (for RG-M) PTFE 0.19" AM| Without Handle| [HQland 4H |4-way 6 mm tube || °E|Certification
M 1200 - 12" or 05 . ML6| £t
Male Metric 8 (4.8 mm) Solenoid AHL itting
MS -I;hresg " 8 mm H | UHMWPE 028" U ?lad(' ) Valve _4V ML8 8 mm tube FC.01
- . uminium - itti -
(for ) 10 (10 mm A |PFA 071(7.1 mm) Handle Inductive fitting
Female BSPP p s Limit Switch| |51 F2 |FC-02
FRP (for RP) 3/4" or 10 0.41 90° Normally NQ|and 1~ | | No
e, 12135 v (103 mm)| |C C'IcpseAdtPn?cum— Solenoid 5H s FC-02
ractional Tube atic Actuator Valve ——5-way Locking FOG| without
FL IFitting 1414 mm 90° Normally 5HL LH| pevice 1 Lubrication
- O |Open Pneum-
Metric Tub X 5LV Locking
ML Fitiiglé ube 16116 mm atic Actuator LK Device 2
90° Double Act- 6L 6-way
FO |Male FO Fitti 18 118 mm D |ing Pneumatic L_|
ale itting Actuator 6C Panel nut
FR |Male FR Fitting 180° Left End 7L |7-way p|Bottom
LX |Normally Open Screw
Pneumatic Actuator
180° Right End
RX [Normally Open
Pneumatic Actuator
DX 180° Dou.ble Acting Note: "Ordering Number Description" is a reference to
Pneumatic Actuator understand the combination rules of FITOK product
1. For oxygen-enriched environment or hazardous media service, contact FITOK Group or our E |90° Electric Actuator part number. Not all combinations are available.
authorized distributors.
2. Cleaning and Packaging: EX |180° Electric Actuator

FC-01: Standard cleaning and packaging for general industrial procedures.
FC-02: Special cleaning and packaging for wetted system components to ensure compliance with product cleanliness requirement of ASTM G93 Level C.

w

. For more information about pneumatic actuator ball valves, please refer to the catalog Actuated Ball Valves.
. SilcoNert® 2000 (Sulfinert®) Coating: Wetted metal components SilcoNert® 2000 (Sulfinert®) coated.

5. CE certification is available. For more information, please contact FITOK group or our authorized distributors.
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B-38 Ball Valves

Bar Stock Ball Valves
BP Series

Features

© Working pressure up to: 10000 psig (690 bar)

© Working temperature: -40°F to 450°F (-40°C to 232°C)
© Bidirectional flow for 2-way valves

© Seat wear compensation by free floating ball

© Variety of end connections

© Blowout proof stem with self-sealing function

© Handle color options available

© Optional pneumatic and electric actuator

© Leak-tight performance testing with nitrogen or compressed air for

every valve at the rated pressure (not higher than 6000 psig)

to meet the requirement of no visible leak

© Restricted flow path for BP series: only port 1 as inlet, port 2 and port 3 as outlet

Pressure vs. Temperature
2-way Valves
Orifice code: 10

Temperature (°C)
40 38 66 93 121 149 176 204 232

10000 690
9000 \ 621
8000 \ 552
7000 7o) 482
3 £ =
3 6000 \ % 414 3
£ 5000 AN AN 344 £
> Lz >
2 \ [N \ 2
9] N (]
E 4000 (} \\\ \‘:\6}( 275 E
A
SANAN 207
3000 \r% N \ \\
2000 ‘ \\ = \ 138
\ \\ N
1000 \ 69
0 0

-40 100 150 200 250 300 350 400 450

Temperature (°F)

FITOK

Pressure (psig)

'_.‘_-LI:IH‘-
-
B e

- [ E'T-“E":
i - - :"Id';_‘::;t
el |
] o S
Orifice code: 13 and 19
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Ball Valves B-39

3-way Valves

Orifice code: 10 Orifice code: 13 and 19
Temperature (°C) Temperature (°C)
40 38 66 93 121 149 176 204 232 40 38 66 93 121 149 176 204 232
10000 690 10000 690
9000 621 9000 621
8000 552 8000 552
—~ 7000 482 — 7000 482
= = ) =
£ 6000 414 S 3 6000 414 3
e \\ v v o
3 5000 » 344 3 5 5000 34 5
i X i i g
& 4000 - = 275 & & 4000 275 &
N © Y Py
3000 e \ N, i 207 3000 \\Q?- 207
C > \\ \ % N ,o(\\\ \Poﬁ \\‘r@s
2 I\ \G( o AN QAR
2000 AN 138 2000 AN N 138
P \ \ \\ % \ N \
1000 I~ \ 69 1000 S \ 69
0 0 0 0
40 100 150 200 250 300 350 400 450 40 100 150 200 250 300 350 400 450
Temperature (°F) Temperature (°F)

Notes: 1. Graphs are with 316 SS body. For information of body in other materials, please contact FITOK Group or our authorized distributors.
2. The working pressure of valves is restricted by materials of the valve body and seat, as well as end connections. When choosing
a valve for your applications, please refer to the above Temperature vs. Pressure Curves and the pressure rating in the dimension
table. The minimum value shall be the pressure rating of the valve.

Standard Materials of Construction

2-way Valves

)

Body Material
Item| Component
316 SS
1 |End Connection 316 SSIA479
2 |Ball 316 SSIA479
3 |O-ring Fluorocarbon FKM
4 |Body 316 SS/A479
5 |Seat PVDF or PCTFE or PEEK
6 |[Stop Pin SS
7 |Stem Packing PTFE/D1710
] 8 |Stem Washer 316 SS/A479
9 [stem Nut® SS
10 |Spring Washer SS
11 |Stem 316 SS/IA479
12 |Stop Block 304 SS/A240
13 |Handle SS with vinyl cover
14 |Lower Packing® PEEK

Note: Wetted components are listed in italics.
For other materials, please contact FITOK Group or our authorized
distributors.
@ Ball valves with orifice code 13 or 19 have 2 stem nuts.
@ Lower packing material of ball valves with orifice code 19 is PTFE.
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B-40 Ball Valves

Dimensions

2-way Valves X

-
1 EITEK 3
T
A
e T VN G(D)E
- (@) FITOK
N OFF
i On Off
Basic ngggf‘%tigige Pé‘e);s;;cetilian-t;n@g ‘?(I;OE°an Orifice . Dimensions, in. (mm)
Ordering Number (38°C), psig (bar) in. (mm) | -V
Connection 1/2 316 SS A B X Y S

BPIJ-ML6-10 6 mm FITOK 10000 (690) 0.19(4.8) | 1.2 | 3.54(90.0) | 1.77 (45.0)
BPLOIO-ML8-10 8 mm FITOK 7500 (517) 0.25(6.4) | 2.3 | 3.60(91.6) | 1.80 (45.8)
BPOI-ML10-10 10 mm FITOK 8400 (579) 0.28(7.1) | 3.7 | 3.70(94.0) | 1.85 (47.0)
BPOC-ML12-10 | 12 mm ATOK 6800 (369) 0.39 (10.0)| 7.5 | 3.94 (100.0) | 1.97 (50.0)
BPOIO-ML14-10 14 mm FITOK 6200 (427)
BPLIOI-FL4-10 1/4" FITOK 10000 (690) 0.19(4.8) | 1.2 | 3.56(90.4) | 1.78 (45.2)
BPLIOJ-FL6-10 3/8" FITOK 6500 (448) 0.28(7.1) | 37 | 372(94.6) | 186(47.3) | , 0 | 510 | 130
BPIJ-FL8-10 1/2" FITOK 6700 (462) 3.92 (99.6) | 1.96 (49.8) | (116.0) | (53.4) | (32.0)
BPOICI-FNS4-10 1/4 Female NPT 10000 (690) 0.39 (10.0)| 7.5 |33 (77.0) | 1.52 (38.5)
BPLICI-FNS6-10 3/8 Female NPT 10000 (690) 2.80 (71.0) | 1.40 (35.5)
BPLICI-FNS8-10 1/2 Female NPT 10000 (690) 3.27 (83.0) | 1.63 (41.5)
BPII-NS4-10 1/4 Male NPT 10000 (690) 0.28(7.1) | 3.7 336 (85.4) | 1.68 (42.7)
BPLICJ-NS6-10 3/8 Male NPT 10000 (690) 039 (10.0)| 7.5
BPOII-NS8-10 1/2 Male NPT 10000 (690) 3.75(95.2) | 1.88 (47.6)
BPO-ML16-13 16 mm FITOK 5800 (400) 4.42 (112.2) | 2.21(56.1)
BPOIJ-ML18-13 18 mm FITOK 5400 (372) 4.12 (104.6) | 2.06 (52.3)
BPLII-ML20-13 20 mm FITOK 5500 (379) 443 (112.6) | 2.22 (56.3)
BPOIO-ML22-13 22 mm FITOK 4900 (338) 429 (109.0) | 2.15(545) | ¢ g 254 | 1.50
BPOIOJ-FL10-13 5/8" FITOK 6000 (414) 0.50 (12.7)| 10.0 436 (110.6) | 2.18 (55.3) (142.0) | (64.4) | (38.0)
BPJOI-FL12-13 3/4" FITOK 5800 (400)
BPJ[J-FNS8-13 1/2 Female NPT 6000 (414) 3.54 (90.0) | 1.77 (45.0)
BPOIO-FNS12-13 | 3/4 Female NPT 6000 (414) 4.09 (104.0) | 2.05 (52.0)
BPLIOI-NS12-13 3/4 Male NPT 6000 (414) 4.14 (105.2) | 2.07 (52.6)
BPLICI-ML20-19 20 mm FITOK 5500 (379) 487 (123.8) | 243 (61.9)
BPOIO-ML22-19 22 mm FITOK 4900 (338)
BPOIO-ML25-19 25 mm FITOK 4600 (317) 5.11 (129.8) | 2.66 (64.9)
BPOI-FL12-19 3/4" FITOK 5800 (400) 459 (116.6) | 2.29(58.3) | 646 | 2.72 | 1.96

- 0.71 (18.0)| 30.0 (164.0) | (69.0) | (50.0)
BPLIOI-FL16-19 1" FITOK 4700 (324) 5.11(129.8) | 2.66 (64.9)
BPOIO-FNS12-19 | 3/4 Female NPT 6000 (414) 3.81(96.8) | 1.91(48.4)
BPLICI-FNS16-19 | 1 Female NPT 6000 (414) 4.26 (108.2) | 2.13 (54.1)
BPCICI-NS16-19 1 Male NPT 6000 (414) 4.91(124.8) | 2.45(62.4)

FITOK



3-way Valves

Vertical Pattern

N

' |
C 1
>-
FITOK —1
3
(9]
1 Inlet
A

Horizontal Pattern

Ball Valves B-41

Port 1 as inlet
180° rotation handle

Port 1 to port 2

Port 1 as inlet

I

©

(o=

B

B 1 Inlet
A

Pressure Rating of End

90° rotation handle

¥

2

Port 1 to port 2

Port 1 to port 3

3

~7 4
¥ '{t

Port 1 to port 3

Connection ; o : ; ;
Basic Type and Size Conn%ctlons_@ 100 °F Orifice Dimensions, in. (mm)
. (38 °Q), psig (bar) .
Ordering Number g = in. (mm)
onnection
12/3 316 sS A B C X Y S

BPOO-ML6-10-300 6 mm FITOK 10000 (690) 0.19 (4.8) 3.54 (90.0) 1.77 (45.0) | 2.00 (51.0)
BPO-ML8-10-300 8 mm FITOK 7500 (517) 0.25 (6.4) 3.60 (91.6) 1.80 (45.8) | 2.02 (51.3)
BPO-ML10-10-30 | 10 mm FITOK 8400 (579) 0.28 (7.1) 3.70 (94.0) 1.85 (47.0) | 2.07 (52.5)
BPJJ-ML12-10-300 | 12 mm FITOK 6800 (469)

0.39 (10.0) | 3.94 (100.0) 1.97 (50.0) | 2.18 (55.5)
BPO-ML14-10-30 | 14 mm FITOK 6200 (427)
BPI-FL4-10-30 1/4" FITOK 10000 (690) 0.19 (4.8) 3.56 (90.4) 1.78 (45.2) | 1.95 (49.5)

457 210 | 1.30
BPOIC-FL6-10-301 | 3/8" FITOK 6500 (448) 0.28(7.1) | 372(946) | 1.86(47.3) | 2.16 (548) | (116.0) | (53.4)| (32.0)
BPOJJ-FL8-10-30J 1/2" FITOK 6700 (462) 3.92(99.6) | 1.96 (49.8) | 2.13 (54.0)
BPI-FNS4-10-300 | 1/4 Female NPT 10000 (690) 0.39 (10.0) 3.03(77.0) | 1.52(38.5) | 1.44 (36.5)
BPJ1-FNS6-10-30] | 3/8 Female NPT 10000 (690) 2.80(71.0) | 1.40 (35.5) | 1.57 (40.0)
BPOO-FNS8-10-3J | 1/2 Female NPT 10000 (690) 3.27 (83.0) 1.63 (41.5) | 1.83 (46.4)
BPJI-NS4-10-30J 1/4 Male NPT 10000 (690) 0.28 (7.1)
3.36 (85.4) | 1.68(42.7) | 1.90 (48.2)

BPO-NS6-10-30J 3/8 Male NPT 10000 (690) 0.39 (10.0)
BPOIC-NS8-10-300 | 1/2 Male NPT 10000 (690) ' ' 375(952) | 1.88(47.6) | 2.09 (53.1)
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B-42 Ball Valves

Pressure Rating of End

o T§322$1%tlgi2e C(osri\;r;g'tigsni; ?b1a0r(;°F Orifice Dimensions, in. (mm)
Ordering Number Connection in. (mm)
1273 316 5SS A B d X | Y |s

BPJ[J-ML16-13-30 | 16 mm FITOK 5800 (400) 4.42 (112.2) | 2.21 (56.1) | 2.60 (66.1)
BPLJ]-ML18-13-3] | 18 mm FITOK 5400 (372) 412 (104.6) | 2.06 (52.3) | 2.45 (62.3)
BP[JJ-ML20-13-3] |20 mm FITOK 5500 (379) 4.43(112.6) | 2.22 (56.3) | 2.61 (66.3)
BPJ[1-ML22-13-3J |22 mm FITOK 4900 (338) 429 (109.0) | 2.15 (545) | 2.54 (64.5)
BPLI[I-FL10-13-300 | 5/8" FITOK 6000 (414) 0.50 (12.7) 559 | 254 | 1.50
BPCICI-FL12-13-30] | 3/4" FITOK 5800 (400) 436 (110.6) | 218 (55.3) | 2.57 (65.3) |(142.0)| (64.9) | (38.0)
BPLI[]-FNS8-13-3[1 | 1/2 Female NPT 6000 (414) 3.54(90.0) | 1.77 (45.0) | 2.02 (51.2)
BPLII-FNS12-13-3(1 | 3/4 Female NPT 6000 (414) 4.09 (104.0) | 2.05 (52.0) | 2.44 (62.0)
BPI[]-NS12-13-3(] | 3/4 Male NPT 6000 (414) 414 (105.2) | 2.07 (52.6) | 2.46 (62.6)
BPOO-ML20-19-30 |20 mm FITOK 5500 (379)

4.87 (123.8) | 2.43 (61.9) | 2.89 (73.4)
BPOO-ML22-19-3[J |22 mm FITOK 4900 (338)
BPJJ-ML25-19-3[0 |25 mm FITOK 4600 (317) 5.11(129.8) | 2.66 (64.9) | 3.00 (76.2)
BPJ[J-FL12-19-3[] | 3/4" FITOK 5800 (400) 4.86 (123.4) | 2.43 (61.7) | 3.02 (76.7) 66 | 272 | 196
BPIJ-FL16-19-3(0 | 1" FITOK 4700 (324) 0.71 (18.0) 5.11(129.8) | 2.66 (64.9) | 2.85 (72.4) |(164.0)| (69.0) | (50.0)
BPLI[]-FNS12-19-301 | 3/4 Female NPT 6000 (414) 3.82(97.0) | 1.91 (48.5) | 2.22 (56.5)
BPLI[]-FNS16-19-3[1 | 1 Female NPT 6000 (414) 426 (108.2) | 2.13 (54.1) | 2.72 (69.1)
BP[J[J-NS12-19-3[] | 3/4 Male NPT 6000 (414) 4.54 (115.2) | 2.27 (57.6) | 2.72 (69.1)
BPLI[I-NS16-19-3[1 | 1 Male NPT 6000 (414) 4.91(124.8) | 2.45 (62.4) | 2.90 (73.9)

1. FITOK means FITOK double ferrule tube fittings.
2. Sizes and types listed are standard. Other sizes and types are available upon request, please contact FITOK Group or our authorized distributors.
3. Dimensions are shown with tube fitting nuts finger-tightened. All dimensions are for reference only and are subject to change.

For dimensions not shown above, please contact FITOK Group or our authorized distributors.

Panel Mounting Options
Dimension for Panel Mounting

Orifice in. (mm)

in. (mm) L1 L2 T1 T2
M4x0.7P

0.39 (10.0) 1.02 (26.0) 1.02 (26.0) deep 0.19 (5.0) 1.18 (30.0)
M5x0.8P

0.50 (12.7) 1.18 (30.0) 1.18 (30.0) deep 0.19 (5.0) 1.18 (30.0)
M5x0.8P

0.71 (18.0) 1.37 (35.0) 1.57 (40.0) deep 0.19 (5.0) 1.50 (38.0)

FITOK
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Seal Kits
|
gr?}‘ilfe Flow Pattern Or?:laeiii;;el\?tlulr(:lt)er Content
2-way BPSS-C110-RK
10 3-way (vertical) BPSS-[010-3-RK
3-way (horizontal) BPSS-[]10-35-RK
2-way BPSS-013-RK Seat, upper packing,
13 3-way (vertical) BPSS-[113-3-RK '(;’_"rvii;f):::;:’lgt;a”'
3-way (horizontal) BPSS-[113-35-RK instructions
2-way BPSS-[119-RK
19 3-way (vertical) BPSS-[119-3-RK

3-way (horizontal)

BPSS-[119-35-RK

Seat Material Designator
PVDF -
PCTFE K
PEEK P

1. Seal kit components are the same materials and grades listed in materials
of construction.

2. The default seat material in the seal kit for BP series valves is PVDF. To
order seats with other materials, add a seat material designator to "O"

in the basic seal kit ordering number to get a complete ordering number.

Example: BPSS-10-RK

3. The listed basic seal kit ordering numbers specify 316 stainless steel material.

BPSS-P10-RK

To order kits with other materials, such as 304 stainless steel material,

replace "SS" with "S4" in the ordering number.

Example: BPS4-10-RK

Locking Device

© Locking Device 1 can lock BP series 2-way or 3-way valves, locking hole
diameter is 0.23 in (6.0 mm);

© To order a ball valve with locking device 1, add -L to the valve ordering
number.
Example: BPSS-FL4-10-L/BPSS-FL4-10-3S-L/BPSS-FL4-10-3-L

© Locking Device 2 can lock BP series 2-way or 3-way valves, locking hole
diameters of valves with orifice 10 or 13 are 0.23 in (6.0 mm);

O To order a ball valve with locking device 2, add -LK to the valve ordering

number.
Example: BPSS-FL4-10-LK/BPSS-FL4-10-35-LK

Ball Valve without Handle

Diagram of Locking
Device 1

© Ball Valve without handle can be directly connected to the FITOK actuator assembly.

O To order, please add -AM to the valve ordering number.
Example: BPSS-FL12-13-AM

Ball Valves B-43

Diagram of Locking

Device 2

FITOK



Ordering Number Description

BPSS - ML20 - FL12 - FNS8 - P13 - OHQ3ML - SCEF2

SOABA [led vi-4

I T T [~ [ —|_ T
—
: Body | | : Connection || Connection|Connection| Seat |Orifice For Flow Panel Locking | | Special Cleaning and
HEIE Material Connection 1 Type 1 Size 2/3 Type | 2/3 Size (Material| Size R Actuator | Pattern | Mounting Device Application Packaging
[ [ [ [
< I_, | | | |
316 1/4" or ame as, PVDF Max. 0.39" Yellow Straight
BP || SS FN 9 No g
ss S |Female NPT 44 m Connection 1 10 (10.0 mm) Handle Sleeve None o None FC-01
P - -Way -
s4 224 NS |Male NPT 3/8" or Specified in the || K|PCTFE 0.50" Red H Mechanical 3 | (Vertieal L IIS%cvl?lcg% NACE F2lFc-02
6 same way as 13 | Limit Switch S
6 mm C tion 1 || P|PEEK (12.7 mm) Handle Sleeve - Pattern) _ MRO175
s1(32" | [FRT |Female BSPT et el N [Inductive LK| Locking
SS 1/2" or type and size 0.71" Blue Limit Switch Device 2 SilcoNert®
818 mm 191 (180mm)||? |HandlesI i 3 Way 2000
RT |Male BSPT i andle Sleeve || q [Solenoid | |35/ (Horizontal S {sulfinert®)
10/5/8" or Am| Without Valve - Pattern) Coating
FRP Female BSPP 10 mm Handle Mechanical
(for RP) Limit Switch . CE CE
12 3/4" or 1. Standard thread pitch for metric threads are as . HQ|and Without Certification
gL |Fractional Tube 12 mm follows: 90° Normally Solenoid Panel
Fitting 14 M10 and below: 1 mm C | Closed Pneu- Valve Mounting
14 mm ot . matic Actuator - -
Metric Tube M14x 15| M12to M24: 1.5 mm Inductive With
ML Fitting ; M27 and above: 2 mm Limit Switch M| Panel
16 16 or Standard thread pitch should be omitted in the 90° Normall NQ|and Mounting
UFB Et%tcatil:ggﬁ 16 mm ordering number, others should be specified. 0 |Open Pneu-y Solenoid
Tube Butt Weld || 18[18 mm 2. For oxygen-enriched environment or hazardous matic Actuator Valve
Rotatable Metric 20 mm or media service, contact FITOK Group or our
UMB|T be Butt Weld ||20|M20 x 1.5 |  2uthorized distributors. 90° Double Acting
NuUt + Gasket 3. Cleaning and Packaging: D Pneumatic Actuator
P'u +B Ias 5 + 22 22 mm or FC-01: Standard cleaning and packaging for S
UpB | pe Bulge M22 x 1.5 general industrial procedures. 180° Left End
Nipple FC-02: Special cleaning and packaging for wetted X NormaIIy_Open
25(25 mm : ) Pneumatic Actuator
system components to ensure compliance —
28 (28 mm with product cleanliness requirements of o '1\180 Rll?h'(c)End
ormally Open
30(30 mm AF AST.M 93 L.evel ¢ . Pneumatic Actuator
. For more information about pneumatic actuator
32|32 mm ball valves, please refer to the catalog Actuated DX 180° Double Acting
Ball Valves. Pneumatic Actuator
5. SilcoNert® 2000 (Sulfinert®) Coating: Except for ball | E | 90° Electric Actuator Note: "Ordering Number Description" is a reference to
valves with PEEK seat, wetted metal " - understand the combination rules of FITOK
components SilcoNert® 2000 (Sulfinert®) coated. EX| 180° Electric Actuator product part number. Not all combinations
6. CE certification is available. For more information, are available.

please contact FITOK group or our
authorized distributors.

. The rated working pressure of BP series ball valves for "NACE MRO175" application is
lower than that of standard valves. For detailed pressure values, please contact FITOK
Group or our authorized distributors.

~



Ball Valves B-45

Hex Bar Stock Ball Valves
BR and BRC Series

Features

© Working pressure up to:

BR Series: 1000 psig (69.0 bar)

BRC Series: 2000 psig (138 bar)
© Working temperature:

BR Series: -20°F to 450°F (-28°C to 232°C)

BRC Series: -65°F to 400°F (-54°C to 204°C)
© Compact and economical design
© Free floating ball design for seat wear compensation
© Bidirectional flow
© Low operating torque Ep

= )

© A variety of end connections available E‘ |:'
© Blowout proof stem .H.
© Handle color options available
© Leak-tight performance testing with nitrogen or compressed

air for every valve at the rated pressure to meet the

requirement of no visible leak

Plug Valves

)
9]
=
S
)
m

i
-
L

Pressure vs. Temperature

Temperature (°C)

-54 -28 38 93 149 204 232
2000 138
1800 \ 124
1600 BRC $erieg PFA Seat \ 110.3
1400 \ 96.5
\
5 1200 \ 827
3 1000 BR Series ATFE Jeat 3
69.0 o
g N 2
£ 800 ™~ 552 &
\\\
600 N \ 41.4
400 N
N 27.4
200 \ 13.6
0 0
65 -20 100 200 300 400 450

Temperature (°F)
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B-46 Ball Valves

Standard Materials of Construction

BR Series
BR Series BRC Series

Valve Body Material

Item| Component

316 SS Brass 316 SS
Material Grade/ASTM Specification
1 Body 316 SS/A479 ‘ Brass C36000/B16 316 SS/A479
2 Front Seat PTFE/D1710 _
"EU o 2a | Seat —_— PFA/D3307
% g 3 Ball 316 S5/A479
§ ¢ 4 Back Seat PTFE/D1710 —_—
4a | Sealing Gasket —_— 316L SS/A269
5 End Connection 316 S5/A479 Brass C36000/B16 316 S5/A479

BRC Series

6 Lower Packing PTFE/D1710
7 | Washer 316 SS/A479
8 | Handle 304 SS/A240 or Aluminium
9 | Sleeve Vinyl
10 | Stem Nut SS
11 | Gasket SS
12 gg;;gg-disc $17700/A693
13 | Stop Pin SS
14 Upper Packing PTFE/D1710
15 | Stem 316 SS/A479

Note: Wetted components are listed in italics.
For other materials, please contact FITOK Group or our authorized distributors.

Dimensions
X
W (Hex)
>
VAR [
! 2
| | 1 2 1 2
‘ B
| A On Off

FITOK



Ball Valves B-47

Connection Type
and Size

Orifice

Dimensions, in. (mm)

Basic Ordering Number o (0 Cv
Connection 1/2 ’ A B w X Y
257 | 1.50
BROIJ-ML6-05 BRCOI-ML6-05 6 mm FITOK 652) | 38.1)
BROICJ-ML8-05 BRCCICI-ML8-05 8 mm FITOK (2'6613;) (;85;)
BROJCJ-FL4-05 BRCOICI-FL4-05 1/4" FITOK (2'55_;) (;;35.(1’)
263 | 153
BROJCJ-FL5-05 BRCOICI-FL5-05 5/16" FITOK
0.19 1.25 (66.8) | (38.8) 3/4 118
“8) 785 | 1.08 | (1905 (30)
BROI-FNS2-05 | BRCLICI-FNS2-05 1/8 Female NPT @70 | 7.4
2.00 | 1.14
BROCI-FRP2-05 | BRCOI-FRP2-05 | 1/8 Female BSPP (50.0) | (29.0) %é%?
200 | 1.14
BROO-FRP4-05 BRCOO-FRP4-05 1/4 Female BSPP (50.0) | (29.0)
1.85 | 1.08
BROO-FNS4-05 BRCOI[I-FNS4-05 1/4 Female NPT 47.0) | 27.4)
BROJ-ML10-07 | BRCOI-ML10-07 | 10 mm FITOK 87 | 168
. (72.9) | 42.7)
-FL6-07 BRCOIO-FL6-07 L
BROJJ-FL6-0 COO-FL6-0 3/8" FITO 028 8 126
(7.1) | 250 (22.23) (32)
BROICJ-FRP6-07 BRCCICI-FRP6-07 3/8 Female BSPP 203 | 1.8
(51.6) | (30.0)
BROJ-FNS6-07 | BRCOIJ-FNS6-07 | 3/8 Female NPT
315 | 1.83
BROO-ML12-10 | BRCOO-ML12-10 | 12 mm FITOK 80.0) | (46.5)
BROO-ML14-10 | BRCOO-ML14-10 | 14 mm FITOK é'zz_%) (31'78..2,) 11/16
i 315 | 183 | (27.0)
BROJCJ-FL8-10 BRCOICI-FL8-10 1/2" FITOK 035 @0.0) | 46.5) 315 154
®9 >30T ey (80) | (39)
BROJCJ-FL10-10 BRCOICI-FL10-10 5/8" FITOK @.2) | (47.5)
208 | 1.12
BROJJ-FRPS-10 BRCOICI-FRP8-10 1/2 Female BSPP (53.0) | (285) | 15/16
208 | 1.12 | (24.0)
BROJ-FNS8-10 | BRCLICI-FNS8-10 1/2 Female NPT (53.0) | (28.5)
BROO-ML16-13 | BRCOO-ML16-13 | 16 mm FITOK
BROC-ML18-13 | BRCO-ML18-13 | 18 mm FITOK @59 | Gog
BROICI-FL12-13 BRCOICI-FL12-13 3/4" FITOK
0.47 248 | 130 | 11/4 2.03
BROO-FRP12-13 E— (12.0) | 860 | 63.0) | 33.0) | 31.75) (51.7)
3/4 Female BSPP 313 195
S BRCOII-FRP12-13 (79.5) | (49.5)
BROC-FNS12-13 —_ (263.57’) 209
3/4 Female NPT 313 195
— BRCOIO-FNS12-13 (79.5) | (49.5) 3.94
396 | 224 (100)
BRO-ML22-16 | BRCOIO-ML22-16 | 22 mm FITOK (100.6) | (56.8)
BRO-ML25-16 | BRCOI-ML25-16 | 25 mm FITOK az1 | 242
(109.5) | (61.5)
BROJ-FL16-16 BRCOICI-FL16-16 1" FITOK
0.63 325 | 163 | 112 2.15
BROIC-FRP16-16 — (16.0) |1735| @®26) | @1.3) | 38.1) (54.8)
1 Female BSPP 3.68 214
_ BRCOICI-FRP16-16 ©@34) | (54.3)
1.50
BROJ-FNS16-16 — (%?g) 38.1)
1 Female NPT 343 2.01
N BRCCICI-FNS16-16 @7.1) | (51.1)

FITOK



B-48 Ball Valves

1. FITOK means FITOK double ferrule tube fittings.
2. Sizes and types listed are standard. Other sizes and types are available upon request, please contact FITOK Group or our
authorized distributors.

3. Dimensions are shown with tube fitting nuts finger-tightened. All dimensions are for reference only and are subject to change.
For dimensions not shown above, please contact FITOK Group or our authorized distributors.

Seal Kits
Valve ; ; ;
Orifice Basic Seal Kit Ordering Number Content
05 BRSS-05-RK BRCSS-05-RK
Seat, ball, lower packing, upper
07 BRSS-07-RK BRCSS-07-RK . . .
packing, instructions
10 BRSS-10-RK BRCSS-10-RK
13 BRSS-13-RK BRCSS-13-RK Seat, flange seal (BR)/sealing
gasket (BRC), ball, lower packing,
16 BRSS-16-RK BRCSS-16-RK upper packing, instructions

1. Seal kit components are the same materials and grades listed in materials of
construction.

2. The listed basic seal kit ordering numbers specify 316 stainless steel material.
To order kits with other materials, such as 304 stainless steel material,
replace "SS" with "S4" in the ordering number.

Example: BRS4-10-RK

Locking Device

© Locking Device 1 can lock BR/BRC series valves.
For valves with orifice sizes 05, 07, and 10, the locking hole diameter
is 0.19 in (4.8 mm);
For valves with orifice sizes 13 and 16, the locking hole diameter
is 0.22 in (5.7 mm).
© To order a ball valve with Locking Device 1, add -L to the valve ordering
number.
Example: BRSS-ML12-10-L
© Locking Device 2 can lock BR/BRC series valves.
For valves with orifice sizes 05 and 07, the locking hole diameter -
is 0.19 in (4.8 mm); _!-f
For valves with orifice sizes 10, 13, and 16, the locking hole diameter g ﬁ '-
is 0.24 in (6.2 mm). o

© To order a ball valve with Locking Device 2, add -LB to the valve ordering
number. Locking Device 2

Example: BRSS-ML12-10-LB

Locking Device 1

T

FITOK
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Ordering Number Description

BRSS - ML8 - FL4 - 05 - UL - SF2

7T L

q Body : q . | | Connection 2| Connection 2| | o | | Locking Special Cleaning and
Series|  \1-terial Connection 1 Type Connection 1 Size Type Size Orifice Handle Device Application Packaging
BR | | SS (316 5SS FNS |Female NPT 2 [1/8" same as connection 1| |05 | %12 Yellow y
(4.8 mm) Handle Sleeve No None FC-O1
" e 0.28" ;
BRC| [6L[316LSS | |NS |Male NPT 4 |1/4 Specified in the same 07 Red Locking NACE
way as connection 1 (7.1 mm) 'l Handle Sleeve L |Device1| | S [MR0175 F2| FC-02
" d size 10 0.35" . - )
S4(3045S | |FRT |Female BSPT 5 |5/16 type an @9mm) | [ eive LB LDoclgng gg%%Nert
evice
3/8" 0.47" Handle Sleeve Sl (sulfinert®)
B |Brass RT |[Male BSPT 6 |or6mm 13 (12.0 mm) 0 S Coating
Female BSPP 12" 0.63" Aluminium
NY| Black Nylon
BP [ffale BSPP 10 |10 mm Y
- - Butterfly Handle with Yellow
FL Eir;?;'gnal Tube 12 g/r 12 mm U Plastic Handle Sleeve
ML Metric Tube 1 |14 mmor Tl Butterfly Handle with Red
Fitting M14 x 1.5 Plastic Handle Sleeve
UFB E%tcat?gglaﬁ 16 (1)r 16 mm T Butterfly Handle with Blue
Tube Butt Weld Plastic Handle Sleeve
- 18 |18 mm
Rotatable Metric
UMB| T be Butt Weld
NUt + Gasket + 2 11/4" Note: "Ordering Number Description" is a reference to understand the combination rules of FITOK
) or 20 mm roduct part number. Not all combinations are available.
UPB | Pipe Bulged P
Nl%ple or M20 x 1.5
2 22 mm or 1. Standard thread pitch for metric threads are as follows:
M22 x 1.5 M10 and below: 1 mm
25 25 mm M12 to M24: 1.5 mm
M27 and above: 2 mm

Standard thread pitch should be omitted in the ordering number, others should be specified.
. For oxygen-enriched environment or hazardous media service, contact FITOK Group or
our authorized distributors.
. Cleaning and Packaging:
FC-01: Standard cleaning and packaging for general industrial procedures.
FC-02: Special cleaning and packaging for wetted system components to ensure compliance
with product cleaning requirement of ASTM G93 Level C.
. SilcoNert® 2000 (Sulfinert®) Coating: Wetted metal components SilcoNert™ 2000 (Sulfinert’) coated.

617-9 S9AlBA ||ed



B-50 Ball Valves

High Performance Ball Valves

BV Series

Features

© Working pressure up to: 6000 psig (414 bar)

© Working temperature: -65 °F to 450°F (-54°C to 232°C)

© Low operating torque

© Handle as indicator of flow direction

© Positive handle stop

© Electric and pneumatic actuator available

© Handle color options available

© Leak-tight performance testing with nitrogen or compressed
air for every valve to meet the requirement of no visible leakage
at the rated pressure

© Bidirectional flow for straight valves

© The inlet of 3-way valves and angle pattern valves can
only be the bottom port

Pressure vs. Temperature

316 SS Body

Temperature (°C)

-54  -18 10 38 66 93 121 149 177 204 232

6500 ‘ 448
6000 414
\ PEEK seat
5500 \ 379
5000 \ \\ 344
4500 \\ \ 310
4000 \ \ 276 _
(2] ~ o
5 5 3
8 3500 \ 241 € 8
o PCTFE seat \ \ o o
2 3000 207 2 3
4 & 9
o
& 2500 \ 172 &
2000 138
PTFE seat \ \
1500 \ \ 103
1000 \\\ \\ 69
500 BN \\ 34
0 0

-65 0 50 100 150 200 250 300 350 400 450

Temperature (°F)

Brass Body

Temperature (°C)

-54 -18 10 38 66 93 121 149 177 204 232

6500 448
6000 414
5500 379
5000 344
4500 310
4000 276
3500 241
3000 207
PEEK and PCTFE sealt
2500 \ 172
2000 \\ 138
PTFE seat \
1500 \ 103
1000 \\\\\ 69
500 N 34
0 0

-65 0 50 100 150 200 250 300 350 400 450

Temperature (°F)

Note: The working pressure of valves is restricted by materials of the valve body and seat, as well as end connections. When choosing
a valve for your applications, please refer to the above Temperature vs. Pressure Curves and the pressure rating in the dimension table.

The minimum value shall be the pressure rating of the valve.

FITOK

Pressure (bar)



Standard Materials of Construction

Ball Valves B-51

Straight Valves |
Valve Body Material
Item Component
SS Brass

1 Handle Nylon or Aluminium

2 | Packing Nut 31655/A479 | C36000/B16
3 Panel Nut 316 SS/A479

4 Body CF8MIA351 C37700/B283
5 End Connection 316 SSIA479 C36000/B16
6 Connection Ring PTFE

7 Ball 316 SSIA479

8 Seat PTFE or PCTFE or PEEK

9 Seat Retainer 316 SS/A479
10 Seat Packing PTFE
11 Stem Back-up Ring PEEK
12 Stem Washer 316/A479
13 Stem Packing PTFE
14 Stem 316 SSIA479
15 Set Screw Zinc-plated carbon steel

Lubricants Fluorinated-based

Note: Wetted components are listed in italics.
For other materials, please contact FITOK Group or our authorized distributors.

3-way Valves

Valve Body Material

Item Component
SS ‘ Brass

1 Handle Nylon or Aluminium

2 Packing Nut 316 SS/A479 ‘ C36000/B16
3 Panel Nut 316 SS/A479

4 Body CF8M/A351 C37700/B283
5 End Connection 316 SSIA479 C36000/B16
6 Connection Ring PTFE

7 Seat Packing PTFE

8 Seat PTFE or PCTFE or PEEK

9 Ball 316 SSIA479

10 Seat Retainer 316 SSIA479

1 Trunnion Bearing PEEK

12 Stem Back-up Ring PEEK

13 Stem Packing PTFE

14 Stem Washer 316 SS/A479

15 Stem 316 SSIA479

16 Set Screw Zinc-plated carbon steel

Lubricants Fluorinated-based

Note: Wetted components are listed in italics.
For other materials, please contact FITOK Group or our authorized distributors.

FITOK
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Plug Valves
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B-52 Ball Valves

Angle Pattern Valves

Dimensions
Straight Valves

Valve Body Material

Item Component
SS ‘ Brass
1 Handle Nylon or Aluminium
2 Packing Nut 316 SS/A479 C36000/B16
3 Panel Nut 316 SS/A479
4 | Body CF8MIA351 | C37700/8283
5 Connection Ring PTFE
6 End Connection 316 SSIA479 ‘ C36000/B16
7 Seat PTFE or PCTFE or PEEK
8 Seat Packing PTFE
9 Seat Retainer 316 SSIA479
10 Ball 316 SSIA479
11 Trunnion Bearing PEEK
12 Stem Back-up Ring PEEK
13 Stem Packing PTFE
14 Stem Washer 316 SSIA479
15 Stem 316 SSIA479
16 Set Screw Zinc-plated carbon Steel
Lubricants Fluorinated-based

Note: Wetted components are listed in italics.
For other materials, please contact FITOK Group or our authorized distributors.

w
H-Panel Hole Drill
/

| - Max. Panel Thickness

FITOK

N Vﬁ D
FITOK I
2
U
A
2 1 2
On Off



Ball Valves B-53

Pressure Rating of End

Basic Ordering T§§2’;ﬁ‘§i§£e Connections @ 100°F (38°C) Orifice | Dimensions, in. (mm)
Number psig (bar) in. (mm) | -V A s alele mlalal;
Connection 1/2 316 SS Brass
BVOCI-FL1-01 | 1/16" FITOK 6000 (414) 3000 (207) | 0.05(1.3)|0.06| 2.60 (66.0) | 130 (33.0)
BVOICI-FL2-02 | 1/8" FITOK 6000 (414) 3000 (207) 2.72 (69.0) | 136 (34.5)
BVOIO-ML3-02 | 3 mm FITOK 6000 (414) 3000 (207) 0.09(24)) 0.21 274 (69.6) | 137 (348)
BVLCICI-FRT2-04 | 1/8 Female BSPT | 6000 (414) 3000 (207)
BVLCICI-FRP2-04 | 1/8 Female BSPP | 6000 (414) 3000 (207) 2.14 (54.4) | 1.07 27.2)
BVCICI-FNS2:04 | 1/8 Female NPT | 6000 (414) 3000 (207) 0.36]0.33]0.94(0.79| 1.97|0.58(0.18
BVCICI-RT2:04 | 1/8 Male BSPT 6000 (414) 3000 (207) (9:2) | (8.5) (23.9)(20.0)(50.0)(14.7) (4.6)
BVOI(1-BP2-04 | 1/8 Male BSPP 6000 (414) 3000 (207) | 0.17(4.2)|0.93| 2.36 (60.0) | 1.18 (30.0)
BVCICI-NS2-04 | 1/8 Male NPT 6000 (414) 3000 (207)
BVOICI-RT4-04 | 1/4 Male BSPT 6000 (414) 3000 (207)
BVCI(J-BP4-04 | 1/4 Male BSPP 6000 (414) 3000 (207) 2.70 (68.6) | 135 (343)
BVOICI-NS4-04 | 1/4 Male NPT 6000 (414) 3000 (207)
BVOC-FLA-05 | 1/4" FITOK 6000 (414) 3000Q0) | lhoa 3.48 (88.4) | 174 (44.2)
BVOI-ML6-05 | 6 mm FITOK 6000 (414) 3000 (207) 3.50 (89.0) | 1.75 (44.5)
BVOC-FL6-06 | 3/8" FITOK 6000 (414) 2200 (152) 3.60 (91.4) | 1.80 (45.7)
BVCICI-ML8-06 | 8 mm FITOK 6000 (414) 2300 (159) 3.56 (90.4) | 1.78 (45.2)
BVLCICI-ML10-06 | 10 mm FITOK 6000 (414) 1900 (131) 3.62(92.0) | 181 (46.0)
BVCICI-FRT4-06 | 1/4 Female BSPT | 6000 (414) | 3000 (207)
BVLICJ-FRP4-06 | 1/4 Female BSPP | 6000 (414) 3000 (207) 3.02(76.8) | 151 (384) | 0.48| 0.48| 1.24| 059 | 2.64| 0.77 |0.25
BVOIC-FNS4-06 | 1/4 Female NPT | 6000 @14) | 3000Q07) | ool (12.2)(12.2)(31.5)(25.0) (67.0)(19.6)(6.4)
BVOIJ-RT4-06 | 1/4 Male BSPT 6000 (414) 3000 (207)
BVI(J-BP4-06 | 1/4 Male BSPP 6000 (414) 3000 (207)
BVOICI-NS4-06 | 1/4 Male NPT 6000 (414) 3000 (207)
3.24(82.2) | 162 (41.1)
BVCICI-RT6-06 | 3/8 Male BSPT 6000 (414) 3000 (207)
BVOI(I-BP6-06 | 3/8 Male BSPP 6000 (414) 3000 (207)
BVOII-NS6-06 | 3/8 Male NPT 6000 (414) 3000 (207)
BVOICI-FL8-10 | 1/2" FITOK 6000 (414) 21000145) | oo 6o 4.68(118.8) | 2.34(59.4)
BVOIO-FL12-10 | 3/4" FITOK 5800 (400) 1800 (124)
BVOIO-ML12-10 | 12 mm FITOK 6000 (414) 2000 (138) | 0.37(9.5) |5.57
BVO-ML14-10 | 14 mm FITOK 6000 (414) 1900 (131) 4.66 (118.4) | 2.33(59.2)
BVOIO-ML16-10 | 16 mm FITOK 5800 (400) 1700 (117)
BVOIJ-ML18-10 | 18 mm FITOK 5400 (372) 1600 (110)
BVLICI-ML20-10 | 20 mm FITOK 5500 (379) 1600 (110)
4.84(123.0) | 242 (615)
BVOIJ-ML22-10 | 22 mm FITOK 4900 (338) 1450 (100)
BVOICJ-FRT6-10 | 3/8 Female BSPT | 6000 (414) 3000 (207)
BVLOICI-FRP6-10 | 3/8 Female BSPP | 6000 (414) 3000 (207) 3.90 (99.0) | 1.95 (49.5)
BVCICI-FNS6-10 | 3/8 Female NPT | 6000 (414) 3000 (207)
BVCICI-FRT8-10 | 1/2 Female BSPT | 6000 (414) 3000 (207) 4.30(109.2) | 2.15 (54.6) ((1);,7. (5,) ((1)'87_8) (;;95,3) (;'é (2,) (3-6?3) (2'2?3) 29'?7%
BVCICI-FRPS-10 | 1/2 Female BSPP | 6000 (414) 300007 | (103) | 6.4/ 327 (101:0)] 199 (505
BVOICI-FNS8-10 | 1/2 Female NPT 6000 (414) 3000 (207) 430 (109.2) | 2.15 (54.6)
BVCICI-FRT12-10 | 3/4 Female BSPT | 6000 (414) 3000 (207)
BVLICI-FRP12-10 | 3/4 Female BSPP | 6000 (414) 3000 (207) 4.50 (114.2)| 225 (57.1)
BVLICI-FNS12-10 | 3/4 Female NPT | 6000 (414) 3000 (207)
BVOII-RT8-10 | 1/2 Male BSPT 6000 (414) 3000 (207
BVOII-BP8-10 | 1/2 Male BSPP 6000 (414) 3000 (207)
BVOICI-NS8-10 | 1/2 Male NPT 6000 (414) 3000 (207)
BVLICI-RT12-10 | 3/4 Male BSPT 6000 (414) 3000 (207) 444(1128)) 222(564)
BVICI-BP12-10 | 3/4 Male BSPP 6000 (414) 3000 (207)
BVOICI-NS12-10 | 3/4 Male NPT 6000 (414) 3000 (207)

FITOK



B-54 Ball Valves

3-way Valves

G
‘ F
w
" _—H-Panel Hole Drill _
g ) iy =,
S
o
2
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o 3 N = 3 ril 5
c3 FITOK J {
> ? 3 . N3 2
x
© =4
2 . 3
1 1
Port 1 to port 2 Port 1 to port 3
B ‘ 1
A
Inlet
. Pressure Rating of End . . .
. . Connection Connections @ 100°F . Dimensions, in. (mm)
Basic Ordering | Type and Size | (38°(), psig (bar) Orifice -
Number C i in. (mm)
onnection
1/2/3 316SS | Brass . & N
BVOIO-FL1-01-3 1/16" FITOK 6000 (414) | 3000 (207) | 0.05(1.3)|0.06| 2.60 (66.0) 1.30 (33.0) | 1.35 (34.3)
BVOIO-FL2-02-3 1/8" FITOK 6000 (414) | 3000 (207) 0.09 (2. 2.72 (69.0) 1.36 (34.5) | 1.41 (35.8)
.09 (2.4)[0.21
BVOII-ML3-02-3 | 3 mm FITOK 6000 (414) | 3000 (207) 2.74 (69.6)| 1.37 (34.8) | 1.42 (36.1)
BVOIJ-FRT2-04-3 | 1/8 Female BSPT | 6000 (414) | 3000 (207)
2.14 (54.4) 1.07 (27.2) [1.12 (28.5)
BVLIJ-FRP2-04-3 | 1/8 Female BSPP | 6000 (414) | 3000 (207)
BVOIJ-FNS2-04-3 | 1/8 Female NPT | 6000 (414) | 3000 (207) 03310941079 1.97| 058 l0.18
BVOI-RT2-04-3 | 1/8 Male BSPT | 6000 (414) | 3000 (207) (8:5)1(23.9)(20.0)/(50.0/(14.7) (4.6)
2.36 (60.0)| 1.18 (30.0) [1.23 (31.3)
BVIJ-BP2-04-3 | 1/8 Male BSPP 6000 (414) | 3000 (207) |0.12(3.0)|0.28
BVLOICI-NS2-04-3 | 1/8 Male NPT 6000 (414) | 3000 (207)
BVOIJ-RT4-04-3 | 1/4 Male BSPT 6000 (414) | 3000 (207)
BVLI[]-BP4-04-3 | 1/4 Male BSPP 6000 (414) | 3000 (207) 2.70 (68.6)| 1.35 (34.3) | 1.40 (35.6)
BVOI[I-NS4-04-3 | 1/4 Male NPT 6000 (414) | 3000 (207)
BVOI[J-FL4-05-3 1/4" FITOK 6000 (414) | 3000 (207) 3.48 (88.4) 1.74 (44.2) | 1.88 (47.7)
BVOIO-ML6-05-3 | 6 mm FITOK 6000 (414) | 3000 (207) 3.50 (89.0)| 1.75 (44.5) | 1.89 (48.0)
BVOII-FL6-05-3 | 3/8" FITOK 6000 (414) | 3000 (207) 3.60 (91.4) 1.80 (45.7) [ 1.94 (49.2)
BVOICI-ML8-05-3 | 8 mm FITOK 6000 (414) | 3000 (207) 3.56 (90.4) 1.78 (45.2) [1.92 (48.7)
BV[I[]-ML10-05-3 | 10 mm FITOK 6000 (414) | 3000 (207) 3.62 (92.0)| 1.81 (46.0) | 1.95 (49.5)
BVLI[J-FRT4-05-3 | 1/4 Female BSPT | 6000 (414) | 3000 (207)
BVLOIC]-FRP4-05-3 | 1/4 Female BSPP | 6000 (414) | 3000 (207) 0.19 @7 070 3.02(76.8)| 1.51(38.4) | 1.65 (41.9)| g 48 | 1.24 | 0.59 | 2.64 | 0.77 0.25
BVLICI-FNS4-053 | 1/4 Female NPT | 6000 (414) | 3000 (207) | | (12.2) (31.5))(25.0)/(67.0) (19.6) (6.4)
BVO-RT4-05-3 | 1/4 Male BSPT 6000 (414) | 3000 (207)
BvC1J-BP4-05-3 | 1/4 Male BSPP 6000 (414) | 3000 (207)
BVOI[I-NS4-05-3 | 1/4 Male NPT 6000 (414) | 3000 (207)
3.24 (82.2) 1.62 (41.1) | 1.76 (44.6)
BVOII-RT6-05-3 | 3/8 Male BSPT 6000 (414) | 3000 (207)
BVOI[J-BP6-05-3 | 3/8 Male BSPP 6000 (414) | 3000 (207)
BVI[I-NS6-05-3 | 3/8 Male NPT 6000 (414) | 3000 (207)

FITOK



Connection
Type and Size

Pressure Rating of End
Connections @ 100°F

Dimensions, in. (mm)

Ball Valves B-55

Basic Ordering (38°Q), psig (bar) .Orifice v
Number: | Connection | Brass | (mm) A B c |D|E|F|G|H|I
1/2/3

BVOICI-FL8-10-3 | 1/2" FITOK 6000 (414) | 2100 (145) 4.68 (118.8)] 2.34 (59.4) | 2.68 (68.1)
BVOIO-FL12-10-3 | 3/4" FITOK 5800 (400) | 1800 (124)
BVOIO-ML12-10-3 | 12 mm FITOK | 6000 (414) | 2000 (138)
BV[J-ML14-10-3 | 14 mm FITOK 6000 (414) | 1900 (131) 4.66(118.4) | 2.33 (59.2) |2.67 (67.9)
BVOI-ML16-10-3 | 16 mm FITOK | 5800 (400) | 1700 (117)
BVLIC-ML18-10-3 | 18 mm FITOK | 5400 (372) | 1600 (110)
BVOIJ-ML20-10-3 | 20 mm FITOK | 5500 (379) | 1600 (110)

4.84(123.0)| 2.42 (61.5) | 2.76 (70.2)
BVOIO-ML22-10-3 | 22 mm FITOK | 4900 (338) | 1450 (100)
BVOIC-FRT6-10-3 | 3/8 Female BSPT | 6000 (414) | 3000 (207)
BVLIOI-FRP6-10-3 | 3/8 Female BSPP | 6000 (414) | 3000 (207) 3.90 (99.0) | 1.95 (49.5) | 2.29 (58.2)
BVCIC-FNS6-103 | 3/8 Female NPT | 6000 (414) | 3000 207) | (5o |3.48
BVLICI-FRT8-10-3 | 1/2 Female BSPT | 6000 (414) | 3000 (207) 430 (109.2)] 2.15 (54.6) | 2.49 (63.3)| 33 0)|(35.0)| 36.0)| (3&.0) 02.9) B
BVOICI-FRP8-10-3 | 1/2 Female BSPP | 6000 (414) | 3000 (207) 3.97 (101.0)| 1.99 (50.5) | 2.33 (59.1)
BVLICJ-FNS8-10-3 | 1/2 Female NPT | 6000 (414) | 3000 (207) 4.30 (109.2)| 2.15 (54.6) | 2.49 (63.3)
BVLICI-FRT12-10-3 | 3/4 Female BSPT | 6000 (414) | 3000 (207)
BVLICI-FRP12-10-3 | 3/4 Female BSPP | 6000 (414) | 3000 (207) 4.50 (114.2)| 2.25 (57.1) | 2.59 (65.8)
BVOIC-FNS12-10-3 | 3/4 Female NPT | 6000 (414) | 3000 (207)
BVOICJ-RT8-10-3 | 1/2 Male BSPT | 6000 (414) | 3000 (207)
BVOII-BPS-10-3 | 1/2 Male BSPP | 6000 (414) | 3000 (207)
BVOIC-NS8-10-3 | 1/2 Male NPT | 6000 (414) | 3000 (207) 2,44 (112.8)| 2.22 (56.4) | 2.56 (65.1)
BVLCICJ-RT12-10-3 | 3/4 Male BSPT | 6000 (414) | 3000 (207)
BVOII-BP12-10-3 | 3/4 Male BSPP | 6000 (414) | 3000 (207)
BVOIO-NS12-10-3 | 3/4 Male NPT | 6000 (414) | 3000 (207)

FITOK



B-56 Ball Valves

Angle Pattern Valves

9 H-Panel Hole ™
< Drill
X
=]
k-
<
: ° (o | (g
< FITOK 3
é On off
9]
1 ‘ B
Inlet
. Pressure Rating of End . . .
. i Connection C ions @ 100°F . Dimensions, in. (mm)
Basic Ordering | Type and Size onnections Orifice
9 (38°C), psig (bar) . GV
Number in. (mm)
Connection 1/2| 316 SS Brass B C D E F G H I
BVOICI-FL1-01-A | 1/16" FITOK 6000 (414) | 3000 (207) | 0.05(1.3) | 0.06 |1.30(33.0)[1.35(34.3)
BVOICI-FL2-02-A | 1/8" FITOK 6000 @14) | 3000Q07) | 0 1.36 (34.5) | 1.41 (35.8)
.09(2.4) | 0.21
BVOICI-ML3-02-A | 3 mm FITOK 6000 (414) | 3000 (207) 1.37 (34.8) | 1.42 (36.1)
BVLICJ-FRT2-04-A | 1/8 Female BSPT | 6000 (414) | 3000 (207)
1.07 (27.2)|1.12 (28.5)
BVOICI-FRP2-04-A | 1/8 Female BSPP | 6000 (414) | 3000 (207)
BVLICJ-FNS2-04-A | 1/8 Female NPT | 6000 (414) | 3000 (207) 033 | 094|079 | 197 | 058 | 0.18
BVLICI-RT2-04-A | 1/8 Male BSPT 6000 (414) | 3000 (207) (8.5) (23.9)(20.0)|(50.0)| (14.7)| (4.6)
1.18 (30.0) | 1.23 (31.3)
BVO[I-BP2-04-A | 1/8 Male BSPP 6000 (414) 3000 (207) 0.12(3.0) | 0.28
BVCIJ-NS2-04-A | 1/8 Male NPT 6000 (414) | 3000 (207)
BVCIJ-RT4-04-A | 1/4 Male BSPT 6000 (414) | 3000 (207)
BVCI[1-BP4-04-A | 1/4 Male BSPP 6000 (414) | 3000 (207) 1.35 (34.3) | 1.40 (35.6)
BVCICI-NS4-04-A | 1/4 Male NPT 6000 (414) | 3000 (207)
BVCICI-FL4-05-A | 1/4" FITOK 6000 (414) | 3000 (207) 1.74 (44.2) | 1.88 (47.7)
BV[1[]-ML6-05-A 6 mm FITOK 6000 (414) 3000 (207) 1.75 (44.5) | 1.89 (48.0)
BVOICI-FL6-05-A | 3/8" FITOK 6000 (414) | 2200 (152) 1.80 (45.7) | 1.94 (49.2)
BVOICI-ML8-05-A | 8 mm FITOK 6000 (414) | 2300 (159) 1.78 (45.2) | 1.92 (48.7)
BVLICI-ML10-05-A | 10 mm FITOK 6000 (414) | 1900 (131) 1.81 (46.0) | 1.95 (49.5)
BVOIOI-FRT4-05-A | 1/4 Female BSPT | 6000 (414) | 3000 (207)
BVCIC-FRP4-05-A | 1/4 Female BSPP | 6000 (414) | 3000 07) | A 1.51(38.4) [1.65 (41.9)| 048 | 124 | 059 | 2.64 | 077 | 025
BVLICI-FNS4-05-A | 1/4 Female NPT | 6000 (414) | 3000 (207) R (12.2)| (31.5)| (25.0)| (67.0)| (19.6)| (6.4)
BVCIJ-RT4-05-A | 1/4 Male BSPT 6000 (414) | 3000 (207)
BvJ[J-BP4-05-A | 1/4 Male BSPP 6000 (414) | 3000 (207)
BV[I[]-NS4-05-A | 1/4 Male NPT 6000 (414) 3000 (207)
1.62 (41.1) | 1.76 (44.6)
BVCIC-RT6-05-A | 3/8 Male BSPT 6000 (414) | 3000 (207)
BVCI[J-BP6-05-A | 3/8 Male BSPP 6000 (414) | 3000 (207)
BVCI)-NS6-05-A | 3/8 Male NPT 6000 (414) | 3000 (207)
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Ball Valves B-57

Connection | Pressure Rating of End . . .
Type and Size| Connections @ 100°F . Dimensions, in. (mm)
Basic Ordering (38°0Q), psig (bar) Orifice
. Cv
Number in. (mm)
Connection 1/2| 316 SS Brass B C D | E F | G| H |
BVI[J-FL8-10-A 1/2" FITOK 6000 (414) 2100 (145) 2.34(59.4) | 2.68(68.1)
BVOO-FL12-10-A 3/4" FITOK 5800 (400) | 1800 (124)
BVO-ML12-10-A | 12 mm FITOK 6000 (414) | 2000 (138)
BVOIJ-ML14-10-A | 14 mm FITOK 6000 (414) | 1900 (131) 2.33(59.2) | 2.67 (67.9)
BVOO-ML16-10-A | 16 mm FITOK 5800 (400) | 1700 (117)
BVO-ML18-10-A | 18 mm FITOK 5400 (372) | 1600 (110)
BVOO-ML20-10-A | 20 mm FITOK 5500 (379) | 1600 (110)
2.42 (61.5) | 2.76 (70.2)
BVJJ-ML22-10-A | 22 mm FITOK 4900 (338) | 1450 (100)
BVOO-FRT6-10-A 3/8 Female BSPT | 6000 (414) | 3000 (207)
BVOI[I-FRP6-10-A 3/8 Female BSPP | 6000 (414) | 3000 (207) 1.95 (49.5) | 2.29 (58.2)
BVLILI-FNS6-10-A | 3/8 Female NPT 6000 (414) | 3000 (207) %357) 3.48
0.71|1.54 | 1.42 | 3.78 | 0.90 | 0.38

BV[I[J-FRT8-10-A 1/2 Female BSPT 6000 (414) 3000 (207) 2.15 (54.6) | 2.49 (63.3) (18.0)|(39.0)|(36.0)((96.0)|(22.9)| (9.7)
BVOO-FRPS-10-A 1/2 Female BSPP | 6000 (414) | 3000 (207) 1.99 (50.5) | 2.33 (59.1)
BV[I[]-FNS8-10-A 1/2 Female NPT 6000 (414) 3000 (207) 2.15(54.6) | 2.49 (63.3)
BVI-FRT12-10-A | 3/4 Female BSPT | 6000 (414) | 3000 (207)
BVII-FRP12-10-A | 3/4 Female BSPP | 6000 (414) | 3000 (207) 2.25(57.1) | 2.59 (65.8)
BVII-FNS12-10-A | 3/4 Female NPT | 6000 (414) 3000 (207)
BVJJ-RT8-10-A 1/2 Male BSPT 6000 (414) | 3000 (207)
BV-BP8-10-A 1/2 Male BSPP 6000 (414) | 3000 (207)
BV[J-NS8-10-A

oo 1/2 Male NPT 6000 (414) | 3000 (207) 222 (56.4) | 2.56 (65.1)
BVJ-RT12-10-A | 3/4 Male BSPT 6000 (414) | 3000 (207)
BVO[I-BP12-10-A | 3/4 Male BSPP 6000 (414) | 3000 (207)
BVLI-NS12-10-A | 3/4 Male NPT 6000 (414) | 3000 (207)

1. FITOK means FITOK double ferrule tube fittings.
2. Sizes and types listed are standard. Other sizes and types are available upon request, please contact FITOK Group or our authorized distributors.
3. Dimensions are shown with tube fitting nuts finger-tightened. All dimensions are for reference only and are subject to change.

For dimensions not shown above, please contact FITOK Group or our authorized distributors.

Locking Device

©O Lock BV series 2-way or 3-way valves, locking hole
diameteris 0.21in (5.2 mm).

O To order a ball valve with locking device, add -L
to the valve ordering number.
Example: BVSS-ML12-10-L/BVSS-ML12-10-3-L

Ball Valve without Handle

O Ball Valve without handle can be directly connected to the FITOK actuator assembly.

O To order, please add -AM to the valve ordering number.
Example: BVSS-FL4-05-AM

FITOK
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Ordering Number Description
BVSS - FL8 - ML12 - ML10 - PO6 - RXHQ3 - L - SCEF2

-

Seri Body Connection | Connection || Connection | Connection || Seat Orifice Si Handle/ For Flow || Locking || Special |Cleaning and
eres|  Material 1 Type 1 Size 2/3 Type 2/3 Size Material| OITICE 312€ I Actuator | Actuator | Pattern [| Device [|Application| Packaging
| — | | |
BV 0.09" Black Nyl No
SS [CF8M Female NPT " Same as_ PTFE | |02 ack Nylon None
D | Connection 1 (2.4 mm) Handle : None
PR 0.13" Red Nvlon H [Mechanical L |Yes
6L [CF3M ||NS |Male NPT 3|3 mm Specified in the ||k |PCTFE| |03 | y L~ h NACE
same way as (3.2 mm) Handle :‘r"r;lifl\y:m . . S [MR0175
" Connection 1 0.17" Green Nylon || N |G- traight
S4 |CF8 FRT |Female BSPT 4 (1/ type and size P [PEEK | |04 @2 mm) GR|Jandle y Is_lTlt SY(\;ItCh Angle gllgoNert
olenoi S|
. 0.19" Blue Nylon || Q A|(Bottom (Sulfinert®)
B |[Brass ||RT |Male BSPT 5(5/16 05| @47 mm) | [ Handley \,\//Ialvre1 — Port Inlet) Coating
echanica
FMs | Female Metric 3/8" or 0.25" y |Yellow Nylon Limit Switch| | . [3-Vay CE
Thread (for RG-M)|| 6|6 mm or 06| (6.4 mm) Handle H 3|(Diverter | |CE Certificati
M6 x 1 Qland Valve) ertification
ms | Male Metric 0.41" Black Solenoid
Thread (for RG-M)| | g|1/2" or 10| (103 mm)| U |Aluminium Valve e
8 mm - -0
FRP |(=FemaR|S)BSPP 10 Note: "Ordering Number Description” is a reference Héndle :_'?dlﬂtcg'vejt h
or 10 M1r(';1xm1or to understand the combination rules of FITOK |AM \IfIVI:\r:'ch)Ut NQ alnn(]til wite F2| FC-02
BP l\élaleR%SPP 34" or product part number. Not all combinations are ande Solenoid
(For RG) 12175 mcr)n available. 90° Normally Valve
FL Fractional Tube 1. Standard thread pitch for metric threads are as | ¢ Closed
Fitting 14 R/?1Txm105r follows: Pneumatic
ML Metric Tube . M10 and below: 1 mm Actuator
Fitting 16 [16 mm M12 to M24: 1.5 mm o
Rotatable Standard thread pitch should be omitted in the | O g?\erggrgglkd%gigr
UFB | Fractional 18|18 ordering number, others should be specified. S -
Tube Butt Weld mm 2. For oxygen-enriched environment or hazardous |p |20 Double Acting
Rotatable Metric 20 mm or media service, contact FITOK Group or our Pneumatic Actuator
UMB| T be Butt Weld 20 (V120 x 15|  authorized distributors. 180° Left End
3. Cleaning and Packaging: LX [Normally Open
Nut + Gasket + 22 9 9ing :
UPB | Pipe Bulged 22 MZEnxm10§ FC-01: Standard cleaning and packaging for Pneumatic Actuator
Nipple : gene.ral indu§trial procedure.s. 180° Right End
24 |M24x 1.5 FC-02: Special cleaning and packaging for wetted | RX [ Normally Open
system components to ensure compliance Pneumatic Actuator
with product cleaning requirement of o .
ST G5 vl C ox 180, Double Actng
4. For more information about pneumatic actuator
ball valves, please refer to the catalog Automatic |E |90° Electric Actuator
Control Ball Valves.
5. SilcoNert® 2000 (Sulfinert®) Coating: Except for . .
ball valves with PEEK seat, wetted metal EX|180° Electric Actuator

components SilcoNert® 2000 (Sulfinert®) coated.

6. CE certification is available. For more information, please contact FITOK group or our authorized distributors

SOABA [led 8S-9



Ball Valves B-59

High Temperature Metal-Seated Ball Valves

BK Series

Features

© Applied for high temperature and high viscosity liquid medium, not
recommended for use in high temperature gas or low viscosity liquid
medium

© 3-piece precision cast body construction

© Free floating ball design provides seat wear compensation

© Ball and seats mate-lapped for 100% contact ensures absolute shutoff

© High temperature resistant sealing materials for thermal service up to
662°F (350°C)

© Blowout-proof stem

© Positive handle stop

© Orifice sizes: 0.5" (12.7 mm), 1" (25.4 mm), 1.5" (38.1 mm)

© Variety of end connections

© Test Standard: Low pressure gas tightness FCl 70-2 Class VI
High pressure liquid test ISO 5208 Rate D

Technical Data

Orifice, in. (mm) 0.5(12.7), 1 (25.4), 1.5 (38.1)
Material 316/304 SS

Connection Type FITOK Tube Fitting ‘ Weld Fitting
Temperature, °F (°C) -65 (-54) to 662 (350)

Working Pressure, psig (bar) 1000 (69)

FITOK
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B-60 Ball Valves

Standard Materials of Construction

Item Component Material
1 Body CF8MIA351 | CF8/A351
2 Ball 316/304 SS, HVOF-sprayed WC coatings
3 Flange Seal Graphite
4 Seat Packing Graphite
5 End Connection CF8MIA351 CF8/A351
6 Hex Bolt Stainless Steel
7 Stem Bearing Stellite 6/AMS5387
8 Packing Graphite
9 Hex Nut 316 SS/A479
10 Stop Plate 304 SS/A240
11 Handle 304 SS/A240
12 Stem Spring Strain-hardened 316 SS/A240
13 Stem 316 SS/IA479
14 Stem Washer 316 SS /A479
15 Seat 316 SS/IA479, hardfacing stellite | 304 SSIA479, hardfacing stellite

Note: Wetted components are listed in italics. For other materials, please contact FITOK Group or
our authorized distributors.

FITOK



Dimensions

Dimensions are for reference only and are subject to change.

Ball Valves B-61

v
L 76
Connection 2
Connection 1 FITOK
o
A
Basic Ordering Connection Type Orifice Dimensions, in. (mm)
Information Connection 1 Connection 2 in. (mm)| A B C D
N N 0.41 3.79 0.89 2.25 6.5
BK[J[J-FL8-13G 1/2" FITOK 1/2" FITOK (10.4) 96.2) | @2.7) | (57.1) | (165)
BK[J[J-FL10-13G | 5/8" FITOK 5/8" FITOK (936729) (22879) (5272,;5) (1662)
BK[J[J-FL12-13G | 3/4" FITOK 3/4" FITOK (39962) (32879) (572,;5) (1662)
BK[J[J-ML16-13G | 16 mm FITOK 16 mm FITOK (399(?) (;)28?) (5272‘?) (1662)
3.91 0.89 2.25 6.5
BK[J[J-ML18-13G | 18 mm FITOK 18 mm FITOK 05 ©9.4) | @22.7) | (57.1) | (165)
3/4"x0.120" 3/4"x0.120" (12.7) | 38 | 089 | 225 | 65
BKLL-TB12-13G | 7 Butt weld Tube Butt Weld 96.6) | 22.7) | 57.1) | (165)
BK[[J-TS12-13G | 3/4" Tube Socket Weld | 3/4" Tube Socket Weld (83(;22) (§é879) (§§215) (166'2)
1/2xSCH80 1/2xSCH80 3.24 0.89 2.25 6.5
BKLILI-PB8-13G | by e Butt Weld Pipe Butt Weld 82.34)| 22.7) | (57.1) | (165)
3/4xSCH80 3/4xSCH80 3.24 0.89 2.25 6.5
BKLLI-PB12-13G | b 'Butt Weld Pipe Butt Weld ©2.34)| (22.7) | (57.1) | (165)
11/2"x0.197" 11/2"x0.197"
BKLIL-TB24-25G Tube Butt Weld Tube Butt Weld
BK[[J-TS20-25G | 1 1/4" Tube Socket Weld | 1 1/4" Tube Socket Weld (251 2) —_— — | — | —
1 1/4xSCH80 1 1/4xSCH80
BKLILI-PB20-25G | by Byt Weld Pipe Butt Weld
2"x0.217" 2"x0.217"
BKLJLI-TB32-38G Tube Butt Weld Tube Butt Weld
1 1/2xSCH80 1 1/2xSCH80 1.5
BKLIL1-PB24-38G Pipe Butt Weld Pipe Butt Weld (38.1)

BK[I[1-PS24-38G

1 1/2" Pipe Socket Weld

1 1/2" Pipe Socket Weld

1. Connection type of "FITOK" means FITOK double ferrule tube fittings.

2. Sizes and types listed are standard. Other sizes and types are available upon request. For details, please contact
FITOK Group or our authorized distributors.
3. Dimensions are shown with FITOK tube fitting nuts finger-tight. For dimensions not shown above, please contact

FITOK Group or our authorized distributors.

FITOK



B-62 Ball Valves

Ordering Number Description

BKSS - FL10 - PB8 - 13G

I T T 1L

. Body || Connection 1 Connection 1 || Connection 2|Connection 2|| ~ .c. Packing
Series | praterial Type Size Type Size Qi b Material
Fractional 12" or . 0.5" hi
"?U o SS| CF8M FL | Tube Fitting 8 172%SCH80 Same as Connection 1(|13 (12.7 mm) G | Graphite
Q = e . 1"
< < S4| CF8 . . . Specified in the same [|25 5.4
% % ML| Metric Tube Fitting||10|5/8 way as Connection 1 - (1 5:' mm)
12 . .
: g | Fractional Tube 3/4" or type and size (38.1 mm)
Butt Weld 12|3/4"x0.120"

Fractional Tube or 3/4xSCH80

Socket Weld

TS
14)7/8"

PB |Pipe Butt Weld
161" or 16 mm

PS | Pipe Socket Weld

18|18 mm

11/4" or
20|20 mm or
1 1/4xSCH80

11/2" or
241 1/2"x0.197"
or 1 1/2xSCH80

32(2"x0.217"

1. If you need a port with orbital welding, please contact FITOK Group.

Note: "Ordering Number Description” is a reference to understand the combination
rules of FITOK product part number. Not all combinations are available.
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Ball Valves B-63

Alternative Fuel Service (AFS) Ball Valves
BU Series

Features

© Working pressures up to 6000 psig (414 bar)

© Working temperature: -40 to 250°F (-40 to 121°C)

O High flow-Cv from 4.0 to 13.8

© Low-temperature fluorocarbon material provides sealing capability
over full temperature range

© Spring-loaded seat provides leak-tight integrity in both low-and
high-pressure systems and reduces seat wear from pressure surges

)
1)
=
S
)
m

Plug Valves

O A variety of end connections available

©O Low operating torque

O All wetted components are compatible with hydrogen and
compressed natural gas (CNG)

©O No packing adjustment required
O Bidirectional flow

© Options for handle colors

© Pneumatic actuators available

© Each valve is leak tested with nitrogen or compressed air at
working pressure to meet a requirement of no visible leak

© Field repairable with seal kit
© ECE R110 type approval available

Pressure VS Temperature Ratings

FITOK Tube Fitting Female Pipe
End .
Connection 3/8,1/2in., 3/4in., 16 mm 1in. 3/8, 1/2 in. 3/4in.
12 mm
Temperature °F (°C) Working Pressure, psig (bar)
-40 (-40) ~ 250 (121) 6000 (414) 5800 (400) 4700 (324) 6000 (414) 6000 (414)

Note: Ratings are based on valves of standard materials.

FITOK



B-64 Ball Valves

Standard Materials of Construction
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Item Component Material/ASTM Specification
1 Handle Nylon with stainless steel insert
2 Set screw Zinc-plated carbon steel
3 Guide ring PTFE/ID1710
4 Stem 316 SS/IA479
5 Packing bolt 316 SSIA479
6 Stem backup ring PEEK
7 Lock nut 316 SS/A479
8 Stem O-ring Low-temperature fluorocarbon
9 Packing bolt washer Silver-plated 316 SS/A269

10 Thrust washer PEEK
11 Coned-disc spring 316 SSIA240
12 Seat gland 316 SSIA479
13 Seat backup ring PTFE/D1710
14 Seat O-ring Low-temperature fluorocarbon
15 Seat PEEK
16 End connection gasket |  Silver-plated 316 S5/A269
17 Ball 316 SSIA479
18 Body 316 SS/IA479
19 End connection 316 SSIA479
Lubricant PTFE-based

Note: Wetted components listed in italics.

FITOK



Dimensions

Dimensions in in. (mm) are for reference only and

subject to change.
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CNG/NGV Application

ECE R110 Manual Service Valve Type Approval

Classification: Class

0

Temperature: -40 to 248°F ( -40 to 120°C)

Pressure: 3370 psig

(260 bar)

To order, add -R110 to the valve ordering number.

Example: BUSS-ML

12-P12-R110

Seal kit for field replacement is available, see

Ball Valves B-65

(I)\lfrigr;? TConnectio_n@ Cv _Or(ifice) nge(';ﬂg)"s

ype and Size in. (mm A B
BUSS-ML10-P12 | 10 mm FITOK | 5.2 ?7'_391) (‘1"571) é-;_;)
BUSS-ML12-P12 | 12mm FITOK | 5.2 (?é;) (fi?z) éé])
BUSS-ML16-P12 | 16 mm FITOK  [12.4 ((1)'24_(7)) (141"2‘_23) é-sz_;)
BUSS-FL6-P12 | 3/8" FITOK 4.0 ?7"21% (1%2?6) é;g)
BUSS-FL8-P12 | 1/2" FITOK 7.2 (%g) (141"1‘?8) é;jz_g)
BUSS-FL12-P12 | 3/4" FITOK 7.1 (?'24_3) (141'2?3) (gfg)
BUSS-FL16-P12 | 1" FITOK 6.5 (‘1’-;(7)) (142-2_31) é-ﬁ)
BUSS-FNS6-P12 | 3/8" Female NPT [11.0 (‘:'821) ébo,g)
BUSS-FNSS-P12 | 1/2" Female NPT [13.8| (‘1"821) éé’_g)
BUSS-FNS12-P12 | 3/4" Female NPT |7.8| (20 (1353) éfg)
BUSS-FRT8-P12 | 1/2" Female BSPT |13.8 6'821) é&?_g)

Note: Dimensions shown with FITOK tube fitting nuts finger-tight.Valves can
be ordered with two different end connections. Contact FITOK Group
or our authorized distributors. Not recommended for panel mounting;
not available with pneumatic actuator.

"Seal Kits".
Seal Kits
Seal Kit Seal Kit .
Name Ordering Number Seal Kit Content
. Seat, seat backup ring, seat O-ring, coned-disc spring,
Seat seal kit S5-BU-P-SE end connection gasket, instructions.
st d Guide ring, stem backup ring, stem O-ring, packing bolt
em alnk' SS-BU-P washer, thrust washer, seat, seat backup ring, seat O-ring,
seat seal kit coned-disc spring, end connection gasket, instructions
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B-66 Ball Valves

Locking Device

© Locking Device 1 can lock BU series valves and has a
locking hole diameter of 0.21 in (5.2 mm).

© To order a ball valve with Locking Device 1, add - L to the
valve ordering number.
Example: BUSS-ML12-P12- L

© Locking Device 2 can lock BU series valves without
affecting panel mounting and has a locking hole diameter
of 0.34 in (8.7 mm).

© To order a ball valve with Locking Device 2, add - LP to the
valve ordering number.
Example: BUSS-ML12-P12- LP

©O A kit for Locking Device 2 is available for adding a locking
structure to existing ball valves.

Kits for Locking Device 2

Kit Ordering Content
Number

Name

Locking Upper lock plate, lower lock plate,
Device Kits BUS4-12-LP-RK handle, hexagon socket set screws

Ball Valve without Handle

Locking Device 1

© Ball Valve without handle can be directly connected to the FITOK actuator assembly.

O To order, please add -AM to the valve ordering number.
Example: BUSS-FL8-P12-AM

FITOK
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Ordering Number Description

BUSS - ML12 - FL12 - P12 - OHQL - 5F2
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Note: "Ordering Number Description" is a reference to

understand the combination rules of FITOK product
part number. Not all combinations are available.

1. Standard thread pitch for metric threads are
as follows:

M10 and below: 1 mm
M12 to M24: 1.5 mm
Standard thread pitch is omitted in ordering

number.

90° Normally Closed
Pneumatic Actuator

90° Normally Open
Pneumatic Actuator

90° Double Acting
Pneumatic Actuator

For special thread pitch, specify in the ordering number.

2. For oxygen-enriched environment or hazardous media service,

contact FITOK Group or our authorized distributors.

3. Cleaning and Packaging:

FC-01: Standard cleaning and packaging for general industrial procedures.

FC-02: Special cleaning and packaging for wetted system components to

ensure compliance with product cleaning requirement of ASTM G93 Level C.

4. For more details about ball valves with pneumatic actuators, refer to Actuated Ball Valves.
5. Certifications do not include attachments to the valve, such as actuators or a different handle mechanism.

. Body Connection 1 Connection 1|Connection 2(Connection 2 Seat Orifice Locking Special | Cleaning and
Series| |\ erial |l Type I Size Type Size Materiall Size [|Handle/Actuator|Actuator| "o . = Application| Packaging
BU|| SS |316 SS||FNS|Female NPT || 6/3/8" e A 1 PIPEEK|| [0.472" Black Nylon||  |None No None FC-01

connection 12((12.0 mm) Handle ol
FRT| Female BSPT . || Specified in the same Max. Red Nylon || H |[io ennear || [Locking ECE
8|1/2 way as connection 1 | Handle :‘”:'t S.W'tCh Device 1 R110 R110 F2| FC-02
N nductive
G| Male BSFT 10 Green Limit Switch LplLocking ¢ |NACE
Fractional || 1°0]'0 ™™ GR [Nylon q [Solenoid Device 2 MRO175
FL | Tube Fitting . Handle Valve
3/4" or - — -
Metric 12|35 ) Blue Nylon HQ Mechanical Limit Switch
ML | Tube Fitting Handle and Solenoid Valve
161> Black NG Inductive Limit Switch
16 mm U |Aluminum and Solenoid Valve
Handle
AM|Without Handle
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