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O’BRIEN MJ™ 

Polymer Coated Tubing System Accessories

Spool Stand and Straightener

Part: TPMJST6036 

Combination spool stand and bundle straightener. Accommodates 

46” (1170mm) and 60” (1525mm) diameter by 36” (915mm) wide spools. 
Includes manual spool brake and loading ramp. 

Net Weight: 300 lbs / 135 Kg 

Working Load: 1,300 lbs / 590 Kg

Tube Straightener

This tool is used to straighten single tubes with and without a TPU over-
jacket. TPMJTST12 is supplied with a case. It is split for easy loading and 
equipped with a mounting adapter for installation on the spool stand and 
straightener above.   

Part: TPMJTST12 

Tube Size: ¼” – 6mm through ½” – 12mm with and without jacket. Net 
Weight: 18 lbs / 8.2 Kg 

Part: TPMJTST24  

Tube Size: ½” – 12mm through 1” – 25mm with and without jacket. Net 
Weight: 36 lbs / 17 Kg 

Bundle Bender

Part: BB8 

Bends multiple jacketed tube bundles. 8” (200mm) bend radius with de-
tachable handle. 

Sealing

Self Fusing Silicone Tape 10’ (3M) Part: TPKJP-SR-B10 
Silicone RTV Sealant  Part: TPKSK-10 

Heat Shrink Adhesive Sleeves / Single Tube Boots 
Use for TPMJ1U end connections and unions. 

Part:   TPKHS-S075             0.75” – 0.20” 
TPKHS-S100  1.00” – 0.30” 
TPKHS-S200  2.00” – 0.75” 
TPKHS-S300  3.00 – 1.00” 

Heat Shrink Adhesive Multiple-Leg Boots 
Part:   TPKHS-C2             MJ2U two tube 

TPKHS-N3  MJ3U three tube 
TPKHS-N4  MJ4U four tube


